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gardens driveways

welcome
to the 2022 Country Earth Stonemarket brochure, 
presenting our portfolio of cutting edge garden and 
driveway products, to help you create your own unique 
space. Stonemarket is renowned for innovative product 
development and this year is no exception, with a really 
outstanding selection of British-made materials, 
complemented by the best natural stone and vitrified 
products the world has to offer. 

Our products are designed and selected with meticulous 
attention to detail, to give you the assurance that you 
have made the right choice for years to come. All our 
imported sandstones carry our Stone Standard mark 
denoting that they exceed the British Standard. As 
a socially responsible business, our natural stone is 
procured through an independently audited supply chain. 
Fairstone® by Stonemarket is the mark of our 
commitment to ethical trading. 

Find out more at www.countryearth.com

Thank you for selecting Country Earth
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gardens

Would you like to find garden designers in your local area? 
Finding the right garden designer is essential for your 
investment into a new beautiful and personal outdoor living 
space. Visit our website www.stonemarket.co.uk to use our 
postcode search tool and find local designers in your area. You 
can view their previous projects and find the right designer for 
you. 

We recommend that you speak to at least three designers to 
obtain no obligation quotations and discuss your initial ideas to 
ensure the designer's direction is right for you. 

Alternatively, you may be searching for a local landscaper to 
install your driveway or garden project? If so, try our easy 
online search tool, input your postcode to generate a list of 
your nearest local installers. 

We recommend that you speak to at least three different 
landscapers. Ask for no obligation quotations to ensure you are 
able to compare services and project costs and then select the 
landscaper you feel most comfortable with. 

Please note that SGDN and SLN members are not employed by Stonemarket 
and are not assessed or vetted by Stonemarket and therefore the company in no 
way endorses, approves or accepts liability for their work.

If you are a garden designer or landscaper and are interested in joining one of the 
Stonemarket networks visit our website www.stonemarket.co.uk or  
call 0345 302 0603.

the benefits of using a garden 
designer
For many property owners the garden is sometimes a daunting 
puzzle. Most people fall in love with the house and will 
concentrate on its refurbishment or decoration first, but the 
garden represents an investment too and costly mistakes can be 
easily made.

Garden designers specialise in this field and can be treated as 
an advising friend as you develop ideas and make decisions. 
How you use their services depends on your own gardening 
knowledge but all designers will be happy to be flexible, working 
around your needs.

A full design service starts with a detailed garden survey, 
recording what exists and enabling the designer to plan the 
future design. They will talk you through a briefing stage, 
allowing you to express your ideas and to formulate a guiding 
document as to how the design might take shape. Design plans 
and visuals will show the likely outcome and, if agreeable, 
designers will then produce detailed construction and planting 
information to enable the project to be realised.  The designer 
will charge a fee for this service which will be identified before 
any work is produced.

Designers will advise on the appointment of landscape 
contractors who would carry out the work and may also be used 
to monitor progress and quality control.

Some garden owners prefer a little DIY. The constructed 
elements require skilled craftsmanship and are also where the 
greatest costs lie. Planting can be added over time and some 
owners take on this aspect of garden making themselves. Use 
designers to advise on planting design or to produce planting 
plans for you.

Whatever your preferences, talk to your local designers or 
research appropriate candidates. Seek advice, discuss realistic 
budgets and reap the benefits of a well designed garden that 
will repay your investment in spadefuls!
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Fairway, Fauna Blend

fairway
Designed to perfectly replicate 
natural grass, Fairway artificial 
grass offers high performance, 
backed with a 10 year UV 
guarantee. 

Our Fauna Blend features a jute 
thatch and a 30mm pile height 
to give a luxurious finish to any 
garden, for all the family to enjoy. 
A range of accessories and a shock 
pad is also available.

new 

Fairway, Fauna Blend

fairway    colour option • Fauna Blend

sizes  m² per roll pile height (mm) 
4m x 25m Roll 100 30 

Note the laying advice on page 146 Fauna Blend



why choose natural  
stone from stonemarket?
The natural stone range incorporates sandstones, 
granites, limestones, slates and marbles, all 
carefully selected to appeal to a variety of 
designs and budgets.The variations found in the 
colours, patterns and textures of natural stone 
are impossible to replicate in man made products 
and are what provide this range with its unrivalled 
character and charm.

Natural stone products are perfect for those who 
want to add prestige and distinguished personality 
to their property.

fairstone
Fairstone is an assurance that all natural stone 
from Stonemarket is ethically sourced and has been 
quarried and produced in line with a clear set of 
ethical values and commitments that Stonemarket 
strongly believes in. These commitments are in line 
with the Ethical Trade Initiative Base Code and the 
United Nations Global Compact.

Wherever you see the Fairstone logo you can 
be confident that every effort has been made to 
ensure that no child labour is used, living wages are 
paid and health and safety standards are in place.

stone standard
Wherever you see the Stone Standard logo you can 
be assured that the product you are choosing not 
only meets the base technical levels outlined in the 
British Standards, but exceeds them. 

The Stonemarket Stone Standard sets minimum 
base criteria to which all our stone performs. Many 
of the cheaper Indian sandstones available in the 
UK today do not meet the British Standard for 
design and installation. These stones can be soft 
and porous making them unfit for external use, 
whilst low flexural strength can lead to damage 
during installation and once in-situ.

The ‘Stonemarket Stone Standard’ mark gives 
our customers full assurance that all Stonemarket 
sandstone exceeds the base technical levels 
outlined in the British Standard BS 7533.

For more information visit www.stonemarket.co.uk

natural stone 
paving, walling 
& accessories

08  09 natural stone

Cordara, page 28

Exilis Walling,  page 16

Beachside,  page 40



scoutmoor
minimum m² per pack kg per pack

Scoutmoor 3 Gauge Project Pack 18* 954

Thickness 20mm +/- 2mm 
*Project Pack contains a minimum of 18m2  made up from random length pieces
(300 to 900mm) in three gauge widths, 9m2 x 600 gauge, 6m2 x 400 gauge and 
3m2 x 200 gauge. 
Note the laying advice on page 144

scoutmoor
With the exceptional performance 
and outstanding quality that is the 
hallmark of the Indigenous Stone 
range, Scoutmoor is an acclaimed 
yorkstone paving that has been 
used in many landmark settings 
throughout the country, including 
Trafalgar Square. Scoutmoor is 
predominantly blue-grey with 
varying amounts of buff.

10  11 natural stone

Scoutmoor

video

Scoutmoor

200mm gauge
400mm gauge

600mm gauge

scan page
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Bespoke sandstone sundial in Avant-garde, Silver 
with inlaid brass numerals

avant-garde
Avant-garde paving is cut from a high 
quality, ethically sourced, Quartzitic 
Indian sandstone. This stunning 
range is sure to add a contemporary 
feel to any garden.  Available in three 
superb colour options; Caramel, 
Silver and Imperial and a range of 
sizes that includes the magnificent 
1.2m square Colossus.

Avant-garde, Silver paving  
with bespoke sundial, pool coping and seat in Avant-garde, Silver

scan page

Avant-garde Edging, Caramel

Avant-garde Steps, Imperial with Avant-garde Colossus paving, Imperial  
and Exilis Walling, Harvest Mix



avant-garde range

avant-garde edging  
sizes linear metres no.  kg colours 
(mm) per pack per pack per pack 
900 x 150 x 50 18 20 910 Caramel, Silver

avant-garde chaise lounge
See illustration on page 29

sizes (mm) no. per pack kg per pack colours
1650 x 600 x 70 1 258 all

Before purchase, logistical consideration must be given to the required mechanical 
installation and positioning of these items due to substantial weight

avant-garde steps   
sizes(mm) no. per pack kg per pack colours

Step Tread 1000 x 350 x 50 10 540 all

Silver

Chaise Lounge 
Silver

Caramel

Chaise Lounge 
Caramel

Imperial  

Chaise Lounge 
Imperial  

avant-garde 
colour options • Silver • Caramel • Imperial  

sizes (mm) m² per pack no. per pack kg per pack colours
Colossus 1210 x 1210 x 22 11.71 8 923 all
855 x 570 x 22 17.06 35 971 all
570 x 570 x 22 19.49 60 1099 all
4 size Project Pack 11.70 *44 mixed 672 all

*Project pack contains: 10 no. 855 x 570 x 22mm, 13 no. 570 x 570 x 22mm, 
11 no. 570 x 285 x 22mm, 10 no. 285 x 285 x 22mm 

Thickness tolerance +/- 2mm. Sizes are those attained with 10mm joints 
Certain site conditions can result in moisture transparency, in the form of patchiness  
on the surface of sandstone ranges – see Specific Advice on page 144

14  15 natural stone

For a quick  
no-hassle 
pointing system 
use Stonemarket  
Fast Point 

Edging 
Silver

Edging 
Caramel

Step Tread 
Silver

Step Tread 
Caramel

Step Tread 
Imperial

scan page

Avant-garde, Caramel in 1.2m square Colossus format 

video



Exilis Walling Splitface, Nero QuartziteExilis Walling Splitface, Harvest Mix with Avant-garde Straight Copings, Imperial and 
Avant-garde Colossus paving, Imperial

16  17

exilis  
walling
Exilis Walling is a range of easy to 
install veneer walling. The colours 
and style of walling have been 
purposefully chosen so they can be 
incorporated into a number of design 
schemes while complimenting the 
Stonemarket range of garden and 
driveway products. Exilis Walling 
is supplied with the appropriate 
quantity of primer and adhesive.

natural stone

video

scan page

Exilis Walling Splitface, Copper Slate  
showing Corners and concrete block substrate Exilis Walling Splitface, Slate Dusk
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exilis walling range

Exilis Walling Sawn, Silver with Avant-garde Straight Coping, Silver and 
Avant-garde paving, Silver 

Exilis Walling Sawn, Imperial with decorative string-course of Exilis Walling 
Splitface, Harvest Mix

video

Imperial
Silver

Caramel

exilis walling - sawn  

colour options • Caramel • Imperial • Silver

 m² per pack no. per box kg per box colours
9 size Project Pack 0.54 *18 25 all

Thickness calibrated to 15mm +/- 1.5mm

* Project Pack contains: 2 no. 600 x 100, 2 no. 400 x 100, 2 no. 200 x 100, 2 no. 600 x 75,  
2 no. 400 x 75, 2 no. 200 x 75, 2 no. 600 x 50, 2 no. 400 x 50, 2 no. 200 x 50

Product comes supplied with primer and adhesive
See page 145 for Wall Building Guide

Exilis Walling Sawn, Caramel 

scan page

avant-garde copings  
 sizes (mm) no. per pack kg per pack colours 
Straight Coping 500 x 136 x 50 50 517 Imperial, Silver, Caramel

Copper Slate Harvest Mix Nero Quartzite

Slate Dusk 
Corner
(available in all colours)

exilis walling - splitface  

colour options • Copper Slate • Harvest Mix • Nero Quartzite  
                       • Slate Dusk

 sizes (mm) m² per pack no. per box kg per box colours
Z shape 550 x 150 0.57 7 23 all
Corners 550 x 150 0.57 7 pairs 23 all

Thickness 10-20mm

Product comes supplied with primer and adhesive
See page 145 for Wall Building Guide
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Arctic Granite 909 x 606mm, Glacier and Dusk laid in a random pattern and Exilis Walling, Nero Quartzite

arctic  
granite
With its subtly textured surface and 
modern colour options, Arctic Granite 
is perfect in any contemporary 
design situation. Each of the three 
colours works well on its own, 
or in combination. For impact try 
combining Midnight with Glacier, 
Dusk will provide a softer contrast. 
Arctic Granite steps and edgings 
complete the range. 

natural stone

Arctic Granite Edging, Midnight with Arctic  
Granite Paving, Dusk

scan page

video video

Arctic Granite Step, Dusk
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arctic granite edgings   
sizes(mm) linear metres  no. per pack kg per pack colours

900 x 150 x 50 40.5 45 893 Glacier/Midnight
  

Arctic Granite, Glacier

arctic granite range
arctic granite 

types • Glacier • Dusk • Midnight

sizes m² no.  kg no. per colours 
(mm)  per pack per pack  per pack  project pack
909 x 606 x 25 13.77 25 950 - all 
606 x 606 x 25 18.36 50 1250 24 all
606 x 303 x 25 18.36 100 1240 35 all
Project Pack 18.36 93 mixed 1270 as above all

As Arctic Granite is usually laid with minimal joints, sizes and coverage are those attained when 
laid with a 6mm joint. The paving should be laid with the textured face upwards. Arctic Granite 
Glacier can sometimes absorb colour from ordinary Portland Cement. We strongly recommend 
substituting White Cement in the mortar and adding a SBR or other bonding agent. 
For further laying advice see page 144

Midnight

Edging 
Midnight

Dusk

Glacier

Edging 
Glacier

arctic granite steps   
 sizes(mm) no. per pack kg per pack colours

Arctic Granite Steps 1000 x 350 x 50 10 508 all 
 

Midnight

Dusk

Glacier

scan page

Arctic Granite, Glacier
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Lorento, Ivory Lorento, Ivory Step and paving

video

lorento
Steeped with prestige, Lorento 
is a superb marble paving that 
is regarded as one of the most 
luxurious stones available. The 
sleek sawn profile of the stone has 
been mellowed by a gentle tumbling 
process to create a classic look 
while the distinctive white mottling 
and delicate veining add to the 
rich aesthetics. Available in three 
colours; Perlino offers attractive 
cream tones while Ivory is a soft 
dapple grey. Aecor has a distinctive 
grey to silver stippled finish.

scan page
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Lorento, PerlinoLorento, Aecor

lorento    colour options • Ivory • Perlino • Aecor

 m² per pack no. per pack kg per pack colours
4 size Project Pack 12.32 56 1053 all
Step Tread 1000 x 350 x 50 - 10 500 all

*Project Pack contains: 14 no. 400 x 700mm, 14 no. 400 x 600mm,  
14 no. 400 x 500mm, 14 no. 400 x 400mm

Thickness is 30mm. As Lorento is usually laid with minimal joints, the sizes quoted are 
the actual dimensions +/- 3mm. Note the laying advice on page 144

Lorento, Perlino

Lorento, Perlino Step

Lorento, Aecor Step

Lorento, Ivory
Lorento, Aecor

Lorento, Ivory Step

video

scan page



cordara    colour options • Iberian Oak • Nordic Ash

sizes (mm) m² per pack no. per pack  kg per pack  colours
1000 x 200 x 30 10.00 50 795 all

As Cordara is usually laid with minimal joints, the sizes quoted are the actual  
dimensions +/- 3mm. Note the laying advice on page 144

28  29 natural stone

Cordara, Iberian Oak

video

Cordara, Nordic Ash  with an Avant-garde Chaise Lounge, Imperial, see page 15

Cordara,  
Nordic Ash

Cordara,  
Iberian Oak

cordara
Cordara is an exceptionally hard 
quartzitic sandstone from Northern 
India, cut in a linear format to 
give an attractive appearance 
reminiscent of wood; the look 
of decking with the durability of 
quality natural stone. The lightly 
textured sawn surface has been 
carefully processed to bring out the 
colours of the stone; the cool tones 
of Nordic Ash and the rich natural 
browns of Iberian Oak.

scan page



nordus    colour options • Schwarz • Gris

sizes (mm) m² per pack no. per pack kg per pack colours
810 x 810 x 20 16.0 25 832 all
810 x 405 x 20 16.0 50 832 all
405 x 405 x 20 16.0 100 832 all
3 size Project Pack 18.6 *93 996 all 
Step Treads 1000 x 350 x 40 - 10 508 all

*Schwarz Project Packs contains: 24 no. 610 x 610 x 20mm,  
35 no. 610 x 305 x 20mm, 34 no. 305 x 305 x 20mm

Sizes and coverage are those attained when laid with a 10-15mm joint. 
Note the laying advice on page 144

nordus
Nordus is a beautiful clean-splitting 
slate from Brazil with diamond sawn 
edges and a natural split surface that 
has been lightly brushed to impart a 
clean contemporary look. Available in 
two colour shades, Nordus Schwarz 
is a deep blue-grey while Nordus 
Gris is a slightly green mid-grey. 
Nordus comes in large format sizes 
accurately calibrated to thickness.
Steps complete the range.

Nordus Gris Steps

Nordus Schwarz

30  31 natural stone

video

Nordus, Gris Step

Nordus, Schwarz Step

Nordus Gris

Nordus, Schwarz

scan page



natural stone
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Namera, Tala Sand paving and step

Namera, Tala Sand paving video Namera, Tala Sand paving and step with Exilis Walling, Slate Dusk  

namera 
Chosen for its rich colours and 
distinctive characteristics, Namera 
limestone oozes elegance. The 
quartz veining and inclusions found 
naturally within the stone give it 
a charm which is sure to create a 
statement in any setting. Namera is 
available in three stunning colours: 
Tala Sand offers subtle cream tones 
with tumbled edges while Pyramis 
Gold is a deeper golden colour with 
sawn edges. Desert Brown offers a 
deep, contemporary brown hue, also 
with tumbled edges.
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natural stone

Namera, Pyramis Gold

video

namera    colour options • Tala Sand • Pyramis Gold • Desert Brown

 m² per pack no. per pack kg per pack colours
5 size Project Pack 12.00 *40 976 all
Step Tread 1000 x 350 x 40 - 10 410 all

Paving thickness is 30mm. 

*Project Pack contains: 8 no. 500 x 400mm, 8 no. 500 x 500mm,  
8 no. 500 x 600mm, 8 no. 500 x 700mm, 8 no. 500 x 800mm

As Namera is usually laid with minimal joints, the sizes  
quoted are the actual dimensions +/- 3mm. Note the laying advice on page 144

Namera, Desert Brown with Namera Paviors, Desert Blend 

Tala Sand

Tala Sand Step

Desert Brown Step

Pyramis Gold
Desert Brown

Pyramis Gold Step
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Namera Paviors, Tala Blend

namera paviors
colour options • Tala Blend • Desert Blend

size (mm) m² per pack no. per pack kg per pack colours
300 x 100 x 30 12.60 420 1020 all

As Namera Paviors are usually laid with minimal joints, the sizes quoted are the actual  
dimensions +/- 3mm
Note the laying advice on page 144

Namera Paviors, Desert Blend with Namera Steps, Desert BrownNamera Paviors, Desert BlendNamera Paviors, Tala Blend

Tala Blend

Desert Blend

namera 
paviors 
Cut from the same exquisite 
limestone as Namera paving, 
Namera Paviors feature a soft 
tumbled finish and delicate quartz 
veining. Available in two stunning 
blended colours, Tala Blend and 
Desert Blend, they are perfect for 
use alone or alongside paving and 
steps from the Namera range to 
create a truly coordinated scheme.

scan page
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Sundara, Flint Grey

video sundara    colour options • Flint Grey • Old Gold

 m² per pack no. per pack kg per pack colours
3 size Project Pack 17.54 *94 1200 all

Paving thickness is 25mm. 

*Project Packs contains: 30 no. 570 x 570mm, 32 no. 570 x 285mm,  
32 no. 285 x 285mm

Sizes and coverage are those attained when laid with a 10-15mm joint.            Note the 
laying advice on page 144

Sundara, Flint GreySundara, Old Gold

Old Gold

Flint Grey

sundara 
Offering contemporary, uniformed 
colour tones and sleek sawn edges 
without compromising on the warm, 
natural charm you would expect to 
find in a Limestone makes Sundara 
the perfect choice for a range of 
design schemes.  

Available in two colours: Flint Grey 
which provides a blue to grey shade 
and Old Gold which provides a warm 
earthy golden tone.

scan page



beachside    

 m² per pack no. per pack kg per pack
4 size Project Pack 11.70 44 913

*Project Packs contains: 10 no. 855 x 570mm, 13 no. 570 x 570mm, 
11 no. 570 x 285mm, 10 no. 285 x 285mm

Thickness is 30mm. Sizes and coverage are those attained when laid with 
a 10-15mm joint.
Beachside may develop iron oxide rich brown spots. 
Note the laying advice on page 144

40  41 natural stone

Beachside Beachsidevideo

beachside
Beachside is a mid-grained, beige to 
biscuit coloured sandstone. Its subtle 
banding and granular appearance 
gives Beachside unrivalled character 
while its soft base colour tones blend 
seamlessly with any surroundings. 
Beachside paving has diamond sawn 
edges and a lightly textured surface 
finish that accentuates the natural 
elegance of the stone. Complete the 
look by incorporating Beachside Setts 
into your designs, see page 108.

Beachside with Beachside Setts, see page 108

scan page



fernshaw 
Fernshaw is a natural sandstone 
from India, available in three 
colours Ashen, Barley and Harvest. 
Relatively consistent in colour, Ashen 
displays contemporary cool, grey 
shades, Barley has a beautiful buff 
colouration, while Harvest offers 
subtle warm golden brown tones. 
Fernshaw features a lightly textured 
surface and is sawn on all six sides 
providing clean contemporary edges.

Fernshaw, Ashen

Fernshaw, Harvest

42  43 natural stone

Barley

Ashen

Harvest

scan page

fernshaw new

colour options • Ashen • Barley • Harvest

 m² no.  kg  
 per pack  per pack  per pack  
Project Pack 11.7 *44 mixed 702

*Project Packs contain: 10 no. 855 x 570mm, 13 no. 570 x 570mm,  
11 no. 570 x 285mm, 10 no. 285 x 285mm 
Sizes and coverage are those attained when laid with a 8-10mm joint.
Note the laying advice on page 144

new
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dorian
Dorian is a superb light-grey 
limestone with sawn edges and 
a naturally split surface that has 
been partially rubbed to give a very 
attractive clean finish. Available in 
six popular sizes including two linear 
formats, Dorian is ideal for use in 
a wide range of contemporary or 
traditional design schemes.

Dorian with bespoke Dorian wall panels and stone seats cut from Avant-garde, Silver 
Avant-garde, Silver Edgings are used to to edge both rills

Dorian with bespoke Dorian wall panels and stone seats cut from Avant-garde, Silver 

Dorian showing rectangular sizes
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video

dorian

sizes (mm) m² per pack no. per pack kg per pack no. per project pack
1210 x 310 x 22 15.04 40 920 -
1210 x 210 x 22 10.16 40 625 -
855 x 570 x 22 12.18 25 740 15
570 x 570 x 22 16.25 50 970 15
570 x 285 x 22 - - - 15
285 x 285 x 22 - - - 15
4 size project pack 15.84 60 mixed 975 as above
Sizes and coverage are those attained when laid with a 10-15mm joint. 
Note the laying advice on page 144

natural stone

Dorian with Exilis Walling, Slate DuskDorian



Trustone, Fellstyle

48  49 natural stone

trustone  
fellstyle
Trustone Fellstyle is a hard-wearing 
quartzitic sandstone, relatively 
consistent in both texture and  
colour. Its neutral light-grey colour 
shades make it extremely versatile; 
it can be used very effectively in 
traditional garden designs but it 
is equally at home in much more 
contemporary schemes.

trustone
Trustone is an extensive collection 
of high quality natural stone paving. 
Ethically sourced and hand selected 
for both purity of colour and 
dimensional accuracy, the paving is 
calibrated to a consistent thickness 
to make laying quick and easy. 

Trustone, Fellstyle

scan page

Trustone Circle, Fellstyle
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Trustone, Glenmoor with Avant-garde Steps Caramel and Vintage Stone Manor Walling  

video

trustone  
glenmoor
A durable, gently riven quartzitic 
sandstone, Trustone Glenmoor 
comes in varying shades of buff, 
with occasional darker brown 
markings, perfect for use in a 
traditional setting. 

Trustone Fieldland

scan page

trustone fieldland
Trustone Fieldland is a highly durable 
quartzitic sandstone with colour 
shades ranging from greyish-brown 
to khaki. Similar in appearance to 
new riven English Yorkstone, Trustone 
Fieldland blends attractively with 
almost any surroundings. 
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For a quick  
no-hassle 
pointing system 
use Stonemarket  
Fast Point 

trustone cotsdale
Trustone Cotsdale is a hard and 
exceptionally durable dolomitic 
limestone in subtly graduated colour 
shades ranging from creamy beige to 
buff and light brown. 

Trustone, Cotsdale and Exilis Walling, Slate DuskTrustone, Torvale

trustone range

trustone colours

trustone

fieldland • glenmoor • fellstyle • torvale • cotsdale

sizes m² no.  kg  colours 
(mm) per pack per  pack per pack 
1140 x 570 x 22  new  19.49 30 1163 Fd, G, Fe
855 x 570 x 22   12.2 25 700 T
570 x 570 x 22   16.2 50 930 T
4 size Project Pack 15.84 *60 mixed 933 Fd, G, Fe
5 size Project Pack 11.70 **45 mixed 670 T,C

* Fieldland, Glenmoor and Fellstyle Project Packs contain: 15 no. 855 x 570mm,  
15 no. 570 x 570mm, 15 no. 570 x 285mm, 15 no. 285 x 285mm

** Torvale and Cotsdale Project Packs contain: 9 no. 855 x 570mm,  
8 no. 570 x 570mm, 10 no. 570 x 425mm, 10 no. 570 x 285mm, 8 no. 285 x 285mm

Thickness of paving, including circle features, calibrated to 22mm except Cotsdale  
which is 25mm
Sizes and coverage are those attained when laid with a 10-15mm joint 
Note the laying advice on page 145 including specific advice page 145 point (viii)  
for TORVALE 

trustone radius paving
 no. per dia of no. per kg colours

circle  circle (mm)  pack  per pack
Circle kit (16 pieces) 1 kit 2840 1 kit 400 Fd, G, Fe
5 piece Corner Infill 4 sets 2850 sq 4 sets 100 Fd, G, Fe

Thickness calibrated to 22mm.  For dimensions see page 142

Fieldland  
(Fd)

Cotsdale  
(C) 

Glenmoor  
(G)

Fellstyle 
(Fe)

Torvale  
(T)  

Trustone Circle, Fellstyle

scan page

trustone torvale
An unusual dolomitic limestone, 
Torvale has a relatively consistent 
dark grey colour that lightens as it 
weathers due to its natural mineral 
content. It has a generally smooth 
texture typical of limestone while 
its diamond sawn edges give it a 
contemporary clean cut appearance. 



vintage 
stone
Vintage Stone is a range of 
ethically sourced natural stone 
paving, walling and setts, specially 
processed to deliver the worn 
texture and smooth feel of reclaimed 
flagstones. Vintage Stone paving 
is available in four colours of stone, 
and is carefully calibrated to a 
consistent thickness to ensure that 
laying is quicker and easier.
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Vintage Stone Compass Points with Manor paving

Vintage Stone, Manor Walling

Vintage Stone Compass Points inlaid brass 'North' Vintage Stone, Manor Setts

scan page
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Vintage Stone, Raven Setts

natural stone

Vintage Raven Paving and Setts

scan page



vintage stone colours

vintage stone walling
sizes m² no. kg colour 
(mm) per pack per pack per pack
325 x 100 x 65 5.0 200 1200 M
270 x 100 x 65 5.0 240 1200 M
215 x 100 x 65 5.0 295 1180 M

Sizes are nominal and course height varies from 55-75mm.
See page 145 for Wall Building Guide.

vintage stone setts
sizes m² no. kg colours 
(mm) per pack per pack per pack 
4 size Project Pack 10.4 370 mixed* 980 M, R

*Project Pack contains: 120 no. 285 x 140mm, 100 no. 210 x 140mm,  
100 no. 140 x 140mm, 50 no. 105 x 140mm.
Thickness: 25-40mm
Sizes and coverage are those attained  when laid with a 10mm joint.

vintage stone compass points
 no. dia of no. kg colours  
 per circle circle (mm) per pack per pack
Compass Points 1 kit 2270 1 kit (57 pcs) 240 M/R/L
5 Piece Corner Infill 4 sets 2850sq 4 sets 240 M

For dimensions see page 143

vintage stone range

vintage stone paving
sizes  m²   no. no. per  no. per kg colours  
(mm) per pack per pack project pack  project pack per pack
855 x 570 - - 9 4 - -
570 x 570 - - 8 13 - -
570 x 425 - - 10 12 - -
570 x 285 - - 10 11 - -
285 x 285 - - 8 10 - -
Project Pack 11.7 45 mixed as above  - 670 M, L
Project Pack 11.7 50 mixed -  as above 670 R

Thickness of paving, including features, calibrated to 22mm except Vintage Limestone  
which is 25mm 
Sizes and coverage are those attained when laid with a 10-15mm joint. 
Note the laying advice on page 144

Vintage Stone 
Manor (M)

58  59 natural stone

Vintage 
Limestone (L)

Vintage Stone 
Raven (R)

For a quick  
no-hassle 
pointing system 
use Stonemarket  
Fast Point 

Vintage Stone Setts
Manor

Vintage Limestone

scan page



marketstone autumn multi paving
sizes (mm) m² per pack no. per pack kg per pack no. per project pack
855 x 570 18.0 37 1000 12
570 x 570 20.8 64 1160 12
570 x 425 18.0 74 1000 12
570 x 285 20.8 128 1160 13
285 x 285 10.4 128 580 13
Project Pack 15.8 62 mixed 921 as above

Thickness calibrated to 22mm. Sizes and coverage are those attained when laid with a  
10-15mm joint.

circle
no. per circle dia. of circle (mm) no. per pack weight/kg per pack

Circle Kit 1 kit 2840 1 kit (37 pieces) 350

Thickness 15-22mm. For dimensions see page 143

marketstone grey multi paving
sizes (mm) m² per pack no. per pack kg per pack no. per project pack
855 x 570 18.0 37 960 12
570 x 570 20.8 64 1110 12
570 x 425 18.0 74 960 12
570 x 285 20.8 128 1110 13
285 x 285 10.4 128 550 13
Project Pack 15.8 62 mixed 921 as above

Thickness calibrated to 22mm. Sizes and coverage are those attained when laid with a  
10-15mm joint.

circle
no. per circle dia. of circle (mm) no. per pack weight/kg per pack

Circle Kit 1 kit 2840 1 kit (37 pieces) 350

Thickness 15-25mm. For dimensions see page 143

marketstone sahara multi paving
sizes (mm) m² per pack no. per pack kg per pack no. per project pack
915 x 610 14.5 26 870 10
610 x 610 9.7 26 600 15
610 x 455 15.3 55 920 10
610 x 305 14.5 78 850 10
305 x 305 14.5 156 820 10
Project Pack 16.7 55 mixed 946 as above

Thickness calibrated to 22mm. Sizes and coverage are those attained when laid with a  
15-20mm joint.

circle
no. per circle dia. of circle (mm) no. per pack weight/kg per pack

Circle Kit 1 kit 2440 1 kit (25 pieces) 360

Thickness calibrated to 22mm. For dimensions see page 143

marketstone
Marketstone is a range of hand 
dressed, ethically sourced natural 
sandstone. All three types boast 
proven durability for exterior use in the 
UK. Grey Multi may develop brown 
markings as the stone weathers.

60  61 natural stone

Marketstone, Autumn Multi



vitrified paving

 

why choose vitrified  
paving from stonemarket?
A robust array of designs and colours combined 
with remarkable strength and durability are just 
some of the characteristics that have made 
vitrified products a popular newcomer to the 
Stonemarket range.

The finishing process given to the Vitrified range 
ensures reduced water absorption, less staining 
and easy cleaning, making this the ideal product 
for those wanting low maintenance gardens. 

through bodied, not  
surface glazed
The Stonemarket range of Vitrified products are 
through bodied, meaning the colour of the body 
of the tile compliments the surface design of the 
tile. This is an important factor when cutting and 
installing product where the edge of the product 
will be on display, or if the hard surface of the 
product does ever become chipped, then it is less 
apparent. 

rectified vs non rectified
All the products you find in the Stonemarket 
vitrified range are rectified. Rectification 
takes place after the tile has been fired in the 
manufacturing process; this is because the firing 
process can cause variability in the size of the 
tile. A rectified tile will provide you with a product 
with perfectly straight edges, which gives a more 
symmetrical look and allows the product to be 
installed with a narrow, contemporary joint width. 
This is something that is difficult to achieve with 
other, non-rectified products available on the 
market.
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Paleo, page 70

Gravity, page 66

Fortuna, page 77

vitrified



64  65 vitrified

scan the code to 
see the vitrified 
installation video

knotwood   colour options • Birch • Char • Cherry • Oak new 
                                                

sizes (mm) m² per pack no. per pack kg per pack colours
1200 x 300 x 20 17.28 48 795 all

Sizes and coverage are those attained when laid with a 5-8mm joint. 
Each pack comes with the appropriate quantity of Narrow Jointing Compound in  
either Buff or Grey.  Note the laying advice on page 144

Knotwood, Cherry with Avant-garde, Imperial stepping stones

Knotwood, Oak

Knotwood, Cherry

Knotwood, Char

Knotwood, Birch      

Knotwood, Oak Knotwood, Char

Knotwood, Birch

knotwood
Knotwood introduces a new design 
texture and added interest for garden 
projects. Available in four colours, 
Birch, Cherry, Char and Oak these 
products perfectly recreate the 
colours and textures of wood planks, 
but being a vitrified flag, have none 
of the technical issues of timber 
and will not rot or warp. Installed 
as the primary focus, or integrated 
into a project with other materials, 
Knotwood provides genuine style and 
a unique appearance.

scan page
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Gravity, DarkGravity, Black  Gravity, Basalt

scan the code to 
see the vitrified 
installation video

video

Gravity Black

scan page

Gravity Basalt

Gravity Dark

Gravity Steelgravity    colour options • Basalt • Black • Dark • Steel

sizes (mm) m² per pack no. per pack kg per pack colours
1200 x 600 x 20 18.72 26 878 Basalt
800 x 800 x 20 new 12.80 20 726 Black
800 x 400 x 20 15.36 48 679 Dark, Black
600 x 600 x 20 23.04 64 1040 all
600 x 300 x 20 23.04 128 1040 Steel
4 size Project Pack 16.16 *74 748 Dark
3 size Project Pack 16.16 **44 748 Basalt, Black
3 size Project Pack 18.18 ***88 820 Steel

Sizes and coverage are those attained when laid with a 5mm joint.

*Dark Project Pack contains: 22 no. 400 x 800mm, 22 no. 400 x 600mm, 18 no. 400 x 400mm, 12 no. 400 x 200mm

**Basalt and Black Project Packs contain: 14 no. 800 x 800mm, 15 no. 800 x 400mm, 15 no. 400 x 400mm

***Steel Project Pack contains: 13 no. 900 x 600mm, 18 no. 600 x 600mm, 9 no. 600 x 300mm, 19 no. 300 x 300mm

Each pack comes with the appropriate quantity of Narrow Jointing Compound in either Buff or Grey.   
Note the laying advice on page 144

gravity
Offering robust good looks together 
with the strength and technical 
assurance common to the vitrified 
range, Gravity is available in four  
on-trend colours. Gravity Steel, is 
light grey with a highly attractive 
stippled texture. Gravity Basalt is 
dark grey with a flamed type texture 
whilst Gravity Dark and Gravity 
Black both feature superb dark 
colourations, which are difficult to 
achieve in other materials.

new size 
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scan page

lucent    colour options • Blue • Copper • Cotswold • Ecru

sizes (mm) m² per pack no. per pack kg per pack colours
1200 x 600 x 20 18.72 26 878 Copper, Blue, Ecru
600 x 600 x 20 23.04 64 1040 all
600 x 300 x 20 23.04 128 1040 Cotswold
3 size Project Pack 18.18 *88 820 Cotswold
4 size Project Pack 16.89 **59 825 Copper, Blue, Ecru

Sizes and coverage are those attained when laid with a 5mm joint.

*Cotswold Project Pack contains: 28 no. 600 x 600mm, 30 no. 600 x 300mm,  
30 no. 300 x 300mm

**Copper, Blue and Ecru Project Packs contain: 13 no. 900 x 600mm,  
18 no. 600 x 600mm, 9 no. 600 x 300mm, 19 no. 300 x 300mm

Each pack comes with the appropriate quantity of Narrow Jointing Compound in  
either Buff or Grey.  Note the laying advice on page 144

Lucent, Blue

Lucent, CopperLucent, Cotswold 

scan the code to 
see the vitrified 
installation video

Lucent, Ecru  

Lucent, Copper

Lucent, Blue

Lucent, Cotswold

Lucent, Ecru

lucent
With authentic appearances and 
gently natural texture, Lucent 
comes in four attractive colours. 
Copper exhibits an exciting range of 
russet and gold tones, over a grey 
background. Blue offers a classic 
look, popular all over Britain for many 
years. Cotswold displays classic buff 
shades with a light riven texture while 
Ecru, offers all the natural beauty and 
delicate warm tones reminiscent of 
the Bourgogne.
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Paleo, Senna Paleo, Umber

paleo
Combining superb technical 
performance with gentle colours 
and textures, Paleo is available in 
five contemporary colours: Sand, 
Blauw, Ivory, Senna and Umber. 
With an aesthetic redolent of 
Mediterranean style, the Paleo 
range is available in a variety of 
size formats, with all the options 
required to create a distinctive and 
individual project.

Paleo, Senna Paleo, Blauw
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scan page

paleo    colour options • Blauw • Ivory • Sand 
 • Senna • Umber 

sizes (mm) m² per pack no. per pack kg per pack colours
1200 x 600 x 20 18.72 26 878 Blauw, Ivory
900 x 600 x 20 21.60 40 1013 Senna, Umber 
600 x 600 x 20 23.04 64 1040 all
600 x 300 x 20 23.04 128 1040 Sand
3 size Project Pack 18.18 *88 820 Sand
4 size Project Pack 16.89 **59 825 Blauw, Ivory, Senna, Umber

Sizes and coverage are those attained when laid with a 5mm joint.

*Sand Project Packs contain: 28 no. 600 x 600mm, 30 no. 600 x 300mm, 30 no. 300 x 300mm

**Blauw, Ivory , Senns and Umber Project Packs contain: 13 no. 900 x 600mm,  
18 no. 600 x 600mm, 9 no. 600 x 300mm, 19 no. 300 x 300mm

Each pack comes with the appropriate quantity of Narrow Jointing Compound in  
either Buff or Grey.  Note the laying advice on page 144

Paleo, Ivory Paleo, Sand

scan the code to 
see the vitrified 
installation video

video

Paleo, UmberPaleo Sand

Paleo Ivory

Paleo Senna

Paleo, Blauw
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foro    colour options • Bronze • Gilt • Nero • Platinum

sizes (mm) m² per pack no. per pack kg per pack colours
800 x 400 x 20 15.36 48 699 all

Sizes and coverage are those attained when laid with a 5mm joint.

Each pack comes with the appropriate quantity of Narrow Jointing Compound in  
either Buff or Grey.  Note the laying advice on page 144

Foro, Platinum with Knotwood, BirchForo, Bronze

scan the code to 
see the vitrified 
installation video

Foro, Nero

Gilt

Platinum

Nero

Bronze

scan page

foro
Foro presents a brand new concept 
in vitrified paving. Along with the 
low maintenance and high technical 
performance expected from vitrified 
paving, Foro features a very 
attractive natural edge offering a 
much more organic feel. Versatile 
in use, Foro comes in four colours 
and will bring a touch of distinction 
wherever it is used. 

vitrified
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fortuna    colour options • Beige • Black • Bronze  
 • Cream • Grey • Silver

sizes (mm) m² per pack no. per pack kg per pack colours
600 x 600 x 20 23.04 64 1085 all
3 size Project Pack 15.12 *72 1279 all
*Fortuna Project Pack contains: 24 no. 600 x 600 x 20mm,  
24 no. 600 x 300 x 20mm, 24 no. 300 x 300 x 20mm

Sizes and coverage are those attained when laid with a 5mm joint.
Note the laying advice on page 144

Fortuna, Black

Fortuna, GreyFortuna, Silver Fortuna, Beige, Bronze and Cream

scan the code to 
see the vitrified 
installation video

Fortuna, Black

Fortuna, Grey

Fortuna, Silver

Fortuna, Bronze

Fortuna, Beige

Fortuna, Cream

fortuna
Combining incredible technical 
performance with traditional, 
classic tones, Fortuna vitrified 
paving from Stonemarket offers a 
reliable, low maintenance paving 
material. These products absorb 
little or no moisture, which helps 
resist stains and minimise moss 
and algae growth, keeping upkeep 
to a minimum.

scan page

new project pack



concrete paving

why choose concrete  
paving from stonemarket?
Stonemarket offer a range of concrete 
paving with coordinating walling, edgings 
and features that provide the versatility and 
reassurance of the concrete material. There 
is an attractive, cost effective paving solution 
whatever your colour or texture preference. 

Rio and Excelsior offer a simple but elegant 
finish. Both products have been processed 
to expose the premium aggregates within 
the design which enhances their colour 
and quality. The unique aesthetic provides 
a subtle speckled colour and fantastic slip 
resistant qualities created by carefully 
processing the aggregates.

Timberstone is a durable and versatile 
concrete replica which provides the realistic 
aesthetic without the hindrance of timber 
that can rot, warp and splinter. Numerous 
face profiles can be seen in the product 
to ensure the natural variation continues 
through every design. 

Millstone NEXTpave combines the aesthetic 
of naturally aged riven stone with innovative 
technology. This easy to install product has 
been engineered with a patented base design 
which automatically creates uniform joints. 
Retaining the quality and charm of the well-
loved Millstone paving, which has been a firm 
favourite for many years.
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Rio paving and walling,  page 80

Excelsior, page 84

Timberstone, page 86

concrete paving
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Rio paving, Storm with Rio Walling, Silver and Carbon

Rio Edging/Coping, Shell with Rio paving, Sand

Rio Walling, Silver and Carbon

rio
Rio is a collection of reconstituted 
stone paving, walling and 
accessories, with attractive granite-
effect textures and inspiring 
contemporary colour options. Rio 
textured paving comes in a choice 
of three subtle speckled colours - 
Storm, Shell and Sand, and has an 
attractive, slip-resistant texture. Rio 
Walling and Rio Edgings enable you 
to add a third dimension to complete 
the integrated modern theme.

rio walling
With a granular granite-effect 
texture, and a choice of cool colour 
tones, Rio Walling will perfectly 
complement many of our more 
contemporary paving ranges. 
Perfect for use with Rio paving it 
is available in two sophisticated 
shades of grey, with a carbon-
coloured thin course block that will 
either tone or contrast with the 
other colours. Quoin Ends are used 
in corner and end situations. 

scan page



Storm

Sand

rio range
rio walling 
colour options • Silver (S) • Grey (G) • Carbon (C)

sizes (mm) m² per pack no. per pack kg per pack colours
440 x 100 x 140 *5.5 90 1300 S, G
220 x 100 x 65 *2.3 165 567 C
Quoin End 440 x 100 x 140 *2.7 45 650 S, G
Single Coping 600 x 136 x 50 - 50 450 S, G
Double Coping 600 x 272 x 50 - 25 500 S, G

* Coverage attained if laid with minimal joints.
See page 145 for Wall Building Guide.

Single Coping

Double Coping

440 x 100 x 140

220 x 100 x 65

rio smooth 
colour option • Storm

sizes (mm) m² per pack no. per pack kg per pack colour
600 x 600 x 38 10.8 30 960 Storm

As Rio Smooth is usually laid with minimal joints,  
the sizes quoted are the actual dimensions +/- 3mm. 
See specific advice on page 144

Shell

colour options • Sand • Shell • Storm

sizes (mm) m² per pack no. per pack kg per pack colours
600 x 600 x 35 10.8 30 960 all
450 x 450 x 35 12.2 60 990 Sand, Storm
 
As Rio is usually laid with minimal joints, the sizes quoted are nominal dimensions. Actual 
working dimensions are 2mm under nominal sizes +/- 3mm.  
Note the specific advice on page 144

rio edging/coping 

colour options • Sand • Storm
  
sizes (mm) no. per pack kg per pack colour
600 x 136 x 50 50 470 Sand, Storm

Quoin End 
440 x 100 x 140

82  83

Storm
Sand

rio smooth
With its understated contemporary 
colour tones and the smooth 
ground appearance of terrazzo, 
Rio Smooth will add a touch of 
sophistication and urban cool to 
your outdoor space. Manufactured 
using a special blend of selected 
aggregates, it has excellent slip 
resistant properties and is available 
in our popular Storm colour.

Rio Smooth paving, Storm

scan page

concrete paving



84  85

Excelsior, Dalmatian

Excelsior, Dalmatian

excelsior
Excelsior is a fashionably modern 
honed flag, complete with the clean 
finish and smooth texture required 
for a truly contemporary look. 
The fine blend of stone provides a 
subtle appearance, and with three 
colours to choose from, projects of 
every type can be catered for. The 
two sizes can be laid individually 
or combined to form an elegant 
coursed laying pattern; sure to 
draw the eye with its cool lines.

video

scan page

excelsior    

colour options • Dalmatian • Barley • Ash

sizes (mm) m² per pack no. per pack kg per pack colours
450 x 600 x 35 8.1 30 680 all
450 x 450 x 35 12.15 60 1015 all

As Excelsior is usually laid with minimal joints, the sizes quoted are the actual  
dimensions +/- 3mm. Note the laying advice on page 144

Barley

Ash

Dalmatian

concrete paving



Large Sleeper
Driftwood

Sett
Driftwood

Log
Driftwood

timberstone sleepers, setts and stepping stones 

colour options • Coppice Brown • Driftwood
  m² no.  kg  
 sizes (mm) per pack per pack per pack colours
Large Sleeper 900 x 225 x 50 8.1 40 850 all
Medium Sleeper 675 x 225 x 50 6.0 40 676 all
Sett 225 x 225 x 50 2.0 40 212 Driftwood 
Log 300-450 dia x 40-75  - 60 619 all

See specific advice on page 144

Medium Sleeper
Coppice Brown

Timberstone Post
Corner
Driftwood

Timberstone Post
Intermediate
Driftwood

Driftwood Sleepers and Setts, with Intermediate and Corner Posts. 

timberstone range

timberstone posts
colour option • Driftwood
 sizes (mm) no. per pack kg per pack colours
Intermediate Post 150 x 150 x 650 8 228 Driftwood 
Corner Post 150 x 150 x 650 8 228 Driftwood
See specific advice on page 144

Logs, Coppice Brown 
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Driftwood Sleepers and Setts, Driftwood

timberstone
Almost indistinguishable from genuine 
old timber, Timberstone offers the 
sought-after weathered appearance 
of real timber, but will never rot, warp 
or splinter. Made from high-strength 
concrete, Timberstone lends itself to 
natural settings where other paving 
may look intrusive. Timberstone Posts 
are perfect for constructing raised 
beds and planters.

concrete paving



millstone
NEXTpave
Millstone NEXTpave, the next 
generation of Millstone paving, 
accurately recreates fine antique 
stone. Millstone NEXTpave 
has a patented base design to 
create automatic perfect joints. 
Lay on a traditional mortar bed 
or a sand screed bed to reduce 
installation time.
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Millstone NEXTpave, Olde London  
with Ampliar Roundtop Edging, Vienna

Millstone NEXTpave, Olde London

Millstone NEXTpave, Original  
with Ampliar Roundtop Edging, Vienna

video

scan page

concrete paving
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Millstone NEXTpave, Original with Ampliar Roundtop Edging, Vienna

scan page

Original

Olde London

ampliar roundtop edging 
colour option • Vienna
sizes (mm) linear metres per pack no. per pack kg per pack 
915 x 150 x 60 36.6 40 620

millstone bullnose flags
sizes (mm) m²  no.  kg  colours 
 per pack per pack per pack 
915 x 460 x 38 8.6 20 870 Original
615 x 460 x 38 5.8 20 580 Original
Corner Flag  460 x 460 x 38 4.3 20 430 Original

Sizes are those attained when laid with a 10-15mm joint.

Corner Flag

victorian edgings

Colours options • Midnight Blue • Clay Red

 Sizes  no.  kg  colours 
 (mm) per pack per pack
Double Rope Top 465 x 170 52 240 all

Double Rope Top 
Midnight Blue

Double Rope Top 
Clay Red

Experience the time-saving 
benefits of NEXTpave, 
installing only with 
Stonemarket’s Fast Point 
jointing compound

Millstone NEXTpave Circle  
Original

millstone NEXTpave
sizes m²  no.  kg no. per  colours
(mm) per pack per pack per pack project pack
915 x 610 x 38 12.3 22 1027 6 all
610 x 610 x 38 8.2 22 685 12 all
610 x 458 x 38 6.1 22 514 - all
458 x 458 x 38 9.2 44 772 - all
610 x 305 x 38 8.2 44 685 6 all
458 x 305 x 38 6.1 44 514 - all
305 x 305 x 38 4.1 44 343 12 all
Project Pack 10 36 mixed 842 as above all

For maximum impact and time saving it is essential that NEXTpave installation  
instructions are followed. For more information on how to install this innovative  
new system call 0345 302 0603 or visit www.stonemarket.co.uk

millstone NEXTpave circle
 sizes no.  kg  colours 
 (mm) per pack per pack
Circle Kit 1830 diameter  1 kit (20 pcs) 220 all
Squaring off Kit 2440 square 1 kit (16 pcs) 117 all

Thickness 38mm.  For dimensions see page 146

For maximum impact and time saving it is essential that NEXTpave installation  
instructions are followed. For more information on how to install this innovative  
new system call 0345 302 0603 or visit www.stonemarket.co.uk

millstone NEXTpave  
system
patented paving range
Now featuring innovative, patented base design enabling 
the paving to be laid on either a sand screed bed or on a 
traditional mortar bed and creating automatic uniform joints 
when laid. 

concrete paving
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Rio Paving EdgingAmpliar Roundtop Edging, Vienna with Millstone NEXTpave, Original Rio Driveway Edging

edge 
restraints
A variety of stone and concrete 
edge restraints ideal for securing 
Patios and Driveways laid 
on a hardcore and sand bed. 
Stonemarket edgings can also be 
used to add a decorative feature to 
Patios laid on a mortar bed.

edge restraints
 sizes linear m no.  kg  
  (mm) per pack per pack per pack colours 
Ampliar Roundtop Edging 915 x 150 x 60 36.6 40 620 Vienna 
Avant-garde Edging 900 x 150 x 50 18.0 20 910 Caramel, Silver 
Arctic Granite Edging 900 x 150 x 50 40.5 45 893 Glacier, Midnight 
Rio Paving Edging 600 x 136 x 50 30.0 50 470 Sand,  Shell, Storm 
Rio Driveway Edging 915 x 150 x 63 43.9 48 937 Silver, Grey 
Yorkstone Scalloped Edging 590 x 150 x 45 35.4 60 500 York Buff, Weathered Bronze 
Victorian Double Ropetop Edging 465 x 170 24.8 52 240 Midnight Blue, Clay Red 
Dalestone Edging 450 x 200 x 50 9.0 20 172 Light Buff, Autumn

  

Arctic Granite Edging, Midnight Yorkstone Scalloped Edging, Weathered  Bronze Victorian Double Ropetop Edging, Midnight Blue Dalestone Edging, Light Buff

Avant-garde Edging, Caramel

Ampliar Roundtop

Avant-gardeYorkstone 
Scalloped

Arctic  
Granite

Rio  
Driveway

Rio  
Edging/Coping

Victorian  
Double Ropetop

Dalestone



Rumbled, Buff Black

Split Face, Buff

Single Coping

Double Coping

Pier Cap
530 x 530

Pier cap
380 x 380

copings & pier caps
Peaked Copings and Pyramid Pier Caps have a beautifully  
smooth finish and come in several sizes to suit most new and  
existing walls.

colour options • White • Buff

 sizes (mm) no. per pack kg per pack  colours
Single Coping 610 x 140 70 530 all
Double Coping 610 x 285 40 647 all
Pier Cap 380 x 380 10 220 all
Pier Cap 530 x 530 4 210 all

94  109

carluke walling
Carluke Walling comes in three different finishes, Split, Pitched 
and Rumbled with a choice of two colours in each finish. This 
high quality walling can be used for load bearing applications.

colour options • Buff • Buff Black 

 Split Face Rumbled 

sizes m²/ no./ kg/ colours m²/ no./ kg/ colours 
(mm) pack pack pack  pack pack pack
450 x 100 x 140 6.2 90 1333 all 5.5 80 1185 all
300 x 100 x 140 6.2 135 1333 all 5.5 120 1185 all
450 x 100 x 65 6.8 198 1361 all - - - -
300 x 100 x 65 6.9 297 1361 all 6.1 264 1210 all

Coverage attained when laid with 10mm mortar joint. See page 145 for Wall Building Guide 

 

stonemarket basics

ryton and stretton
Utility paving for use wherever a non-decorative paving is required. 

colour options • Buff (B) • Grey (G) • Red 

 sizes (mm) no. per pack kg per pack  colours
Ryton (riven profile) 450 x 450 x 32 60 927 all
 600 x 600 x 38 25 800 B, G
Stretton (lightly stippled) 450 x 450 x 32 60 927 all
 600 x 600 x 38  25 800 B, G
 
These products are technically excellent and very durable, but it should be noted the aesthetic 
specification is non-decorative. As Ryton and Stretton are usually laid with minimal joints, the sizes 
quoted are the actual dimensions. Colour variations may occur if mixing production batches 

Ryton, Grey Ryton, Buff

Stretton, Buff Stretton, Grey

Ryton, Red

Stretton, Red

Buff (B)

Natural
Charcoal

Buff

Weathered Autumn (WA)

Savannah Weathered (SW)

Misty Grey  (MG)

bourton
Entry level decorative paving, for projects where economy is the priority. 

colour options • Buff • Weathered Autumn • Misty Grey* • Savannah 
Weathered* 

sizes (mm) m2 per pack no. per pack kg per pack  no. per project pack colours
300 x 300 x 32 3.96 44 287 4 WA
450 x 450 x 32 8.91 44 682 - B, WA
600 x 300 x 32 7.92 44 548 10 B
600 x 600 x 32 7.92 22 616 8 B
Project Pack 5.12 *22 368 as above all
 
We recommend laying this product with a 10-15mm joint
*Misty Grey and Savannah Weathered not available in Scotland

standard textured
Entry level decorative paving, for projects where economy is the priority. 

colour options • Buff • Charcoal • Natural 

sizes (mm) m2 per pack no. per pack kg per pack  colours
300 x 300 x 32 5.4 60 370 all
450 x 450 x 32 12.86 64 997 all 
600 x 300 x 32 5.4 30 390 all
600 x 600 x 32 10.9 30 790 all

 
We recommend laying this product with a minimal joint.

stonemarket basics94  95
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1. The paving is soaked with a hose. Keep wet 
throughout to avoid temporary staining.

2. The tub and sealed bag are opened.

3. The Fast Point material is poured onto the paving 4. The material is brushed into the joints ensuring 
the joint voids are full

6. The joints are struck off using a pointing iron. Any 
gaps that are revealed are refilled with Fast Point.

Fast Point is Stonemarket’s 
revolutionary high 
performance pointing 
product for garden paving 
installations. Unlike most 
pointing solutions, Fast 
Point can be used in both 
wet and dry conditions, 
taking a fraction of the time 
of conventional pointing.  
Fast Point is swept into the 
joints of the paving slabs 
and is pre-mixed meaning no 
extra equipment or effort is 
required. 

Curing to a frost and weed 
resistant finish, Fast Point 
is your go-to product for 
reliability, ease of use and 
long lasting performance.  
Fast Point – Get it done.  
Rain or Shine.

scan the code 
to see the 
fast point 
video

fast point
Colour options 

Buff • Stone Grey

Coverage per 15kg tub
paving size joint size
(mm) 10mm wide x 22mm deep
600 x 600 9 - 9.75m2 
450 x 600 7.25 - 8m2 

450 x 450 6.25 - 6.75m2 

300 x 600 5.75 - 6.25m2  

300 x 450 5.25 - 5.75m2 

225 x 450 4.25 - 4.752 

300 x 300 4.25 - 4.752 

225 x 225 3.25 - 3.75m2

Not suitable for granite or marble

Full details at www.stonemarket.co.uk

Some sealant applications may affect Fastpoint. 
Check with the sealant manufacturer for suitability. 
Also refer to our advice on page 144

5. Any excess is carefully brushed off. Particles left 
on the paving may leave a speckled finish.

Buff

Stone Grey
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Start people talking about your outdoor space 
by choosing our premium driveway products that 
carry the Surface Performance Technology mark. driveways

Would you like to find garden designers in your local area? 
Finding the right garden designer is essential for your 
investment into a new beautiful and personal outdoor living 
space. Visit our website www.stonemarket.co.uk to use our 
postcode search tool and find local designers in your area. You 
can view their previous projects and find the right designer for 
you. 

We recommend that you speak to at least three designers to 
obtain no obligation quotations and discuss your initial ideas to 
ensure the designer's direction is right for you. 

Alternatively, you may be searching for a local landscaper to 
install your driveway or garden project? If so, try our easy 
online search tool, input your postcode to generate a list of 
your nearest local installers. 

We recommend that you speak to at least three different 
landscapers. Ask for no obligation quotations to ensure you are 
able to compare services and project costs and then select the 
landscaper you feel most comfortable with. 

Please note that SGDN and SLN members are not employed by Stonemarket 
and are not assessed or vetted by Stonemarket and therefore the company in no 
way endorses, approves or accepts liability for their work.

If you are a garden designer or landscaper and are interested in joining one of the 
Stonemarket networks visit our website www.stonemarket.co.uk or  
call 0345 302 0603.

designing your front garden
Your property’s front garden is the first impression neighbours 
and visitors have of your home. Often front gardens are 
overlooked in favour of back gardens; however it doesn’t have 
to be difficult to create a beautiful, yet practical space that is a 
reflection of you.

Garden designers are able to help you achieve your ideal space, 
just like they would with a back garden. A designer can help you 
turn your ideas into reality by showing you the potential that the 
Stonemarket collection can bring to your outdoor space.

Front gardens are often just used as a space for cars; however 
Stonemarket's designer-led driveways collection including a 
mixture of colours and textures, illustrating the vast number of 
design possibilities that can be achieved. By taking advantage 
of the comprehensive range of complementary garden, 
driveway, edging and walling products which are available in a 
variety of materials, finishes and colours. A truly unique look can 
be created. 

A full design service starts with a detailed garden survey, 
recording what exists and enabling the designer to plan the 
future design. They will talk you through a briefing stage, 
allowing you to express your ideas and to formulate a guiding 
document as to how the design might take shape. Design plans 
and visuals will show the likely outcome and, if agreeable, 
designers will then produce detailed construction and planting 
information to enable the project to be realised. The designer 

will charge a fee for this service which will be identified before 
any work is produced.

Whatever your preferences, talk to your local designers. Seek 
advice, discuss realistic budgets and reap the benefits of a well 
designed garden that will repay your investment in spadefuls!
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natural 
stone 
driveways

natural stone driveway 
paving
The natural stone driveway range incorporates 
Sandstones, Granites and Limestones all carefully 
selected to appeal to a variety of designs and 
budgets.

The variations found in the colours, patterns and 
textures of natural stone are impossible to replicate 
in man made products and are what provide this 
range with its unrivalled character and charm.

Natural stone products are perfect for those who 
want to add prestige and distinguished personality 
to their property.

fairstone
Fairstone is an assurance that all natural stone 
from Stonemarket is ethically sourced and has been 
quarried and produced in line with a clear set of 
ethical values and commitments that Stonemarket 
strongly believes in. These commitments are in line 
with the Ethical Trade Initiative Base Code and the 
United Nations Global Compact.

Wherever you see the Fairstone logo you can be 
confident that every effort has been made to ensure 
that no child labour is used, living wages are paid 
and health and safety standards are in place

stone standard
Wherever you see the Stone Standard logo you can 
be assured that the product you are choosing not 
only meets the base technical levels outlined in the 
British Standards, but exceeds them. 

The Stonemarket Stone Standard sets minimum 
base criteria to which all our stone performs. Many 
of the cheaper Indian sandstones available in the 
UK today do not meet the British Standard for 
design and installation. These stones can be soft 
and porous making them unfit for external use, 
whilst low flexural strength can lead to damage 
during installation and once in-situ.

The ‘Stonemarket Stone Standard’ mark gives 
our customers full assurance that all Stonemarket 
sandstone exceeds the base technical levels 
outlined in the British Standard BS 7533.

Granite Setts, page 106

Elemental Paviors, page 104

Trustone Paviors,  page 102



trustone paviors
colour options • Fieldland • Fellstyle 
sizes(mm) m² per pack no. per pack kg per pack colours
3 size Project Pack 7.83 *248 mixed 1103 all

*Project pack contains: 130 no. 240 x 160 x 50mm, 90 no. 160 x 160 x 50mm,  
28 no. 160 x 120 x 50mm.  
Note the laying advice on page 145

Fieldland

Fellstyle

Trustone Paviors, Fellstyle and Trustone, Fellstyle Steps

trustone 
paviors
Trustone Paviors are a premium 
natural stone block paving with an 
‘antiqued’ riven surface. An elegant 
design solution for any driveway, 
they are available in two beautiful 
colours and are laid in a coursed 
laying pattern.
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video

Trustone Paviors, Fellstyle 

scan page



elemental paviors
colour option • Charcoal • Flaxen • Platinum
sizes(mm) m² per pack no. per pack kg per pack colours
3 size Project Pack 7.83 *248 mixed 1128 all

*Project pack contains: 130 no. 240 x 160 x 50mm, 90 no. 160 x 160 x 50mm,  
28 no. 160 x 120 x 50mm 
Some early surface delamination may occur but will not affect the long term  
durability or performance. Note the laying advice on page 145

Elemental Paviors, Flaxen with border of Platinum

elemental 
paviors
Elemental Paviors are a natural 
stone block paving, meticulously cut 
from durable limestones. The gently 
tumbled edges and lightly textured 
surface given to the setts adds to 
the natural warmth and character 
of the limestone. Available in three 
stunning colours: Charcoal, offers 
mid to dark grey tones, Platinum, an 
attractive light blue grey, and Flaxen 
with its warm earthy golden tones.
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Elemental Paviors using a blend of Flaxen and Platinum

Platinum

Flaxen

Charcoal

scan page

video



Beige Black Silver

Granite Setts, Silver and Black

granite 
setts
Used as a paving material for 
centuries, the rugged natural 
texture and exceptional durability 
of Granite Setts give them an air of 
solid permanence. Versatile in use, 
they are ideal for patios, paths and 
driveways. Granite Setts come in 
three colours, with a wider choice of 
sizes in the Silver option. 
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Granite Setts, Silver used as a border with Trident, Charcoal

granite setts
colour options • Beige • Black • Silver
 m² per pack no. per pack kg per pack colour
210 x 110 x 100 4.62 200  1200 Silver 
110 x 110 x 100 4.80 400 1200 Silver 
210 x 110 x 50    9.24 400 1200 Silver 
110 x 110 x 50    9.68 800 1200 Beige, Black, Silver 

Sizes and coverage are those attained when laid with a 10-15mm joint.                                                                   
All dimensions have a tolerance of + or – 15mm. 
Please note some setts may display brown markings due to naturally occurring iron.

scan page
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beachside setts
sizes(mm) m² per pack no. per pack kg per pack
3 size Project Pack 7.83 *248 mixed 1128

*Project pack contains: 130 no. 240 x 160 x 50mm, 90 no. 160 x 160 x 50mm,  
28 no. 160 x 120 x 50mm. Note the laying advice on page 145

Beachside Setts

Beachside Setts and Beachside Paving

beachside 
setts
Beachside Setts are cut from a  
mid-grained, beige to biscuit coloured 
sandstone. Its subtle banding and 
granular appearance gives Beachside 
unrivalled character while its soft 
base colour tones allows it to blend 
seamlessly with any surroundings. 
Sawn on six sides then lightly 
tumbled to give a gentle finish. 
Beachside Setts coordinate perfectly 
with Stonemarket Beachside paving.  

video

Beachside Setts and Beachside Paving

driveways

scan page
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concrete 
block  
paving

why choose concrete 
block paving from 
stonemarket?
Stonemarket offer a comprehensive selection 
of Concrete Block Paving across a vast array 
of shapes and colours to suit every design. 

Patented Driveway Setts combine the look 
and feel of Natural Stone with the ease 
of install that comes with Concrete Block 
Paving. Every product features a contoured 
base and is supplied with the correct 
amount of ready mixed Driveway Jointing 
Compound. The system provides a quicker 
more straight forward installation when 
compared to Natural Stone Setts whilst still 
preserving an impactful and superior finishing 
aesthetic. See Millstone Driveway Setts, 
Templeton Driveway Setts and Sandsford 
Driveway Setts. 

Permeable solutions help manage the 
environmental impact of your driveway 
without compromising on design. 
Permeapave blocks both feature the 
patented nib which allows surface water 
to pass between the blocks and into the 
specifically calculated sub-base. This 
allows the project to be completed without 
any additional drainage runs or Planning 
Permission. Available in the two most 
popular designs, see Permeapave and  
Rio Permeapave. 

Surface Performance Technology highlights 
our commitment to providing high quality and 
innovative product solutions. By choosing 
products with the SPT® stamp of approval, 
you can have the confidence that you have 
selected one of the cutting edge concrete 
products within our Driveways Collection. 
Surface Performance Technology utilises 
the highest quality ingredients coupled with 
state of the art innovation in manufacturing 
techniques to create unique product 
aesthetics, colour blends and textures.

To complete every driveway project, ensure 
kerbs or edgings have been incorporated into 
the design for structural performance. 

Vecta,  page 118

Templeton, page 114

Trident Permeapave, page 130



Each Sandsford Driveway Sett has a 
patented, contoured base that offers 
unrivalled ease of installation along with 
a superb finish. The correct amount of 
Stonemarket Driveway Jointing Compound 
comes with every pack to ensure structural 
stability.
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driveways

sandsford driveway setts
colour option • Inca Smooth • Inca Coarse • Porto Smooth  
                      • Porto Coarse
sizes(mm) m² per pack no. per pack kg per pack colours
5 size Project Pack 5.51 *115 mixed 730 all

*Project pack contains: 50 no. 280 x 210 x 60mm, 10 no. 250 x 210 x 60mm,  
25 no. 210 x 210 x 60mm, 10 no. 170 x 210 x 60mm, 20 no. 140 x 210 x 60mm 
Each pack comes with 2 x 15kg tubs of ready-mixed Driveway Jointing Compound.  
Laying advice must be followed. See pages 145. 
Blocks comes with a protective transportation seal which will remain slippery  
underfoot until weathered. Once dissipated, blocks may appear lighter in colour.

Sandsford Driveway Setts, Inca

sandsford
Sandsford Driveway Setts provide 
endless scope for imaginative 
driveway design. The large sized 
blocks come in two contrasting 
textures that are designed to be 
laid in combination. The Setts are 
supplied in a mix of five sizes in 
single-texture packs enabling you to 
create your own ratio of smooth and 
coarse textures.

Porto Smooth

Porto Coarse

Inca Coarse

Inca Smooth

Sandsford Driveway Setts, Porto 

ampliar roundtop edging 
colour option • Vienna
sizes (mm) linear metres per pack no.per pack kg per pack 
915 x 150 x 60 36.6 40 620

Note the installation advice on page 148  

! IMPORTANT LAYING INFORMATION
See page 145 for installation advice or for more technical 
assistance contact our Technical Advisory Team 0345 302 0603 



Each Templeton Driveway Sett has a 
patented, contoured base that offers 
unrivalled ease of installation along with 
a superb finish. The correct amount of 
Stonemarket Driveway Jointing Compound 
comes with every pack to ensure structural 
stability.

Templeton Driveway Setts, Vienna with  
Ampliar Roundtop Edging, Vienna

Templeton Driveway Setts, Vienna with Ampliar Roundtop Edging, Vienna

templeton
Templeton Driveway Setts, with their 
smooth lines and sophisticated feel 
bring the character of premium stone 
yet the reliability of a modern driveway 
system. Supplied in a five size mixed 
pack and realistic split stone face 
profiles to emphasise natural variation.

templeton driveway setts 
colour options • Vienna
sizes (mm) m² per pack no. per pack kg per pack colours

5 size Project Pack 4.51 *145 mixed 582 all

*Project pack contains: 50 no. 220 x 160 x 60mm, 30 no. 200 x 160 x 60mm,  
40 no. 180 x 160 x 60mm, 10 no. 160 x 160 x 60mm, 15 no. 120 x 160 x 60mm 
Each pack comes with 2 x 15kg tubs of ready-mixed Driveway Jointing Compound.  
Laying advice must be followed. See pages 145. 
Blocks comes with a protective transportation seal which will remain slippery  
underfoot until weathered. Once dissipated, blocks may appear lighter in colour.

ampliar roundtop edging 
colour option • Vienna
sizes (mm) linear metres per pack no.per pack kg per pack 
915 x 150 x 60 36.6 40 620

Note the installation advice on page 148  

video

scan page

Vienna
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! IMPORTANT LAYING INFORMATION
See page 145 for installation advice or for more technical 
assistance contact our Technical Advisory Team 0345 302 0603 



Each Millstone Driveway Sett has a 
patented, contoured base that offers 
unrivalled ease of installation along with 
a superb finish. The correct amount of 
Stonemarket Driveway Jointing Compound 
comes with every pack to ensure structural 
stability.

Bruges

Alsace

Vienna

Millstone Driveway Setts, Vienna  
with Pavekerb KS, Charcoal

millstone 
driveway 
setts
Elegant patented Millstone Driveway 
Setts have the distinct character and 
charm of traditional cobblestones. 
The intricate profiles and authentic 
shapes of beautiful stone have been 
recreated to produce a product which 
amplifies the character of traditional 
homes and gardens.
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video

Millstone Driveway Setts, blend of Alsace and Bruges

millstone driveway setts
colour options • Alsace • Bruges • Vienna
sizes (mm) m² per pack no. per pack kg per pack colours

5 size Project Pack 5.46 *240 mixed 670 all

*Project Packs contains: 80 no. 215 x 130 x 60mm, 40 no. 185 x 130 x 60mm,  
40 no. 165 x 130 x 60mm, 40 no. 145 x 130 x 60mm, 40 no. 130 x 130 x 60mm  
Each pack comes with 3 x 15kg tubs of ready-mixed Driveway Jointing Compound. 
Laying advice must be followed. See pages 145 
Blocks comes with a protective transportation seal which will remain slippery  
underfoot until weathered. Once dissipated, blocks may appear lighter in colour.

scan page

ampliar roundtop edging 
colour option • Vienna
sizes (mm) linear metres per pack no.per pack kg per pack 
915 x 150 x 60 36.6 40 620

Note the installation advice on page 148  

! IMPORTANT LAYING INFORMATION
See page 145 for installation advice or for more technical 
assistance contact our Technical Advisory Team 0345 302 0603 



vecta
colour options • Silver Grey • Charcoal Grey 

sizes (mm) m² per pack no. per pack kg per pack colours
480 x 130 x 80 6.73 108 1203 all

Note the laying advice on page 145

Vecta, Silver Grey and Charcoal Grey with Rio Driveway Edging, Silver

Vecta, Silver Grey and Charcoal Grey,  Rio Driveway Edging, Silver

vecta
Vecta is premium quality linear 
paving that brings a very distinctive 
contemporary look to any driveway. 
With a lightly-textured surface finish 
that has been ‘washed’ to expose the 
premium aggregates, Vecta comes in 
two elegant colours - Silver Grey and 
Charcoal Grey, which can be used on 
their own or in combination.
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Silver Grey and  Charcoal Grey

video

scan page

Vecta, Charcoal Grey



rio paviors
A cool contemporary range 
of concrete block paving, Rio 
Paviors have an attractive coarse 
textured surface finish Which 
exposes the granite aggregate and 
natural sparkle. Available in three 
sophisticated colour options they 
bring a modern ambience to any 
driveway. Rio Paviors are laid in a 
random coursed pattern. Each pack 
contains a blend of the three carefully 
proportioned complementary sizes.
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Rio Paviors, Silver and Carbon with Rio paving, Storm,  
Rio Driveway Edging, Grey and Rio Walling, Silver and Carbon

Rio Paviors, Silver and Carbon with Rio paving, Storm and Rio Driveway Edging, Grey

scan page

rio driveway edging 
colour options • Silver • Grey
 sizes (mm) linear metres no. per pack kg per pack 
915 x 150 x 63 43.92 48 937

Grey

Silver

Grey

Silver 

rio paviors 
colour options • Silver • Grey • Carbon
sizes (mm) m² per pack no. per pack kg per pack colours

3 size Project Pack 10.75 *384 mixed 1202 all

*Project pack contains: 120 no. 240 x 160 x 50mm, 216 no. 160 x 160 x 50mm,  
48 no. 80 x 160 x 50mm 
Note the laying advice on page 145

Carbon



Rio Permeapave, Silver with  
Rio Driveway Edging, Silver

rio 
permeapave
Rio Permeapave is a permeable 
alternative to Rio Paviors. Sharing 
the same granite aggregates  texture 
and colours, the design of the blocks 
allows rainwater to pass into a 
specially designed sub-base and then 
drain away naturally, rather than into 
hard pressed drainage systems.

rio permeapave
colour options • Silver • Grey • Carbon
sizes (mm) m² per pack no. per pack kg per pack colours

3 size Project Pack 8.06 *279 mixed 1045 all

*Project pack contains: 108 no. 240 x 160 x 60mm, 135 no. 160 x 160 x 60mm, 
36 no. 80 x 160 x 60mm 

For a comprehensive guide to installing 
Rio Permeapave we would strongly  
advise referring to the Stonemarket 
Permeapave Technical Installation Guide, 
available by calling 0345 302 0603 or at  
www.stonemarket.co.uk
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video

Rio Permeapave, Carbon with Rio Driveway Edging, Silver and Rio Walling, Silver

scan page

rio driveway edging 
colour options • Silver • Grey
 sizes (mm) linear metres no. per pack kg per pack 
915 x 150 x 63 43.92 48 937

Grey

Silver

Carbon

Grey

Silver 

Permeable joint 
filled with 6mm 
washed aggregate

Laying course  
50mm depth of  
6mm crushed stone

Sub-base 200mm 
depth of 20mm clean 
crushed stone with 
well defined edges
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medley paviors
colour options • Frost Grey • Sierra
 m² per pack no. per pack kg per pack colours
5 size Project Pack 9.6 *200 mixed 1104 all

*Project pack contains: 30 no. 320 x 240 x 50mm, 40 no. 240 x 240 x 50mm,  
30 no. 320 x 160 x 50mm, 70 no. 240 x 160 x 50mm, 30 no. 160 x 160 x 50mm 
Note the laying advice on page 145

Medley Paviors, Frost Grey with Avenu Kerb, Charcoal new

Sierra

Frost Grey

medley 
paviors 
smooth
Medley Paviors present a brand new 
concept in driveway paving. Two 
contrasting colours are combined 
into each block to allow traditional 
colours with a contemporary twist. 
Medley Paviors are supplied in 
mixed gauges to create the ultimate 
designer driveway. 

Medley Paviors, Frost Grey with Avenu Kerb, Charcoal new
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medley paviors coarse new

colour options • Frost Grey • Sierra
 m² per pack no. per pack kg per pack colours
5 size Project Pack 9.6 *200 mixed 1104 all

*Project pack contains: 30 no. 320 x 240 x 50mm, 40 no. 240 x 240 x 50mm,  
30 no. 320 x 160 x 50mm, 70 no. 240 x 160 x 50mm, 30 no. 160 x 160 x 50mm 
Note the laying advice on page 145

Medley Paviors, Sierra Coarse with Avenu Kerb, Charcoal new 
and Arctic Granite Steps and paving

Sierra

Frost Grey

Medley Paviors, Frost Grey Coarse

medley  
paviors 
coarse
The coarse alternative to Medley 
Paviors Smooth provides the same 
colour technology but offers an 
alternative texture. Contrast the 
textures into the same area to 
allow a unique modern design or 
lay individually in the mixed gauge 
laying options.

new
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colour options • Sierra (S) • Burnt Ochre (BO) • Forest Blend (FB) 
                       • Charcoal (C) • Grey (G)
sizes (mm) m² per pack no. per pack kg per pack  colours
240 x 160 x 50 *- *- *- S, BO, FB, C
160 x 160 x 50 *- *- *- S, BO, FB, C
120 x 160 x 50 *- *- *- S, BO, FB, C
3 size Project Pack  9.73 - 1120 S, BO, G

*Subject to change. Please check with your stockist. This range is manufactured in factories across the 
UK. These images may not be representative of your local supply. Please ensure you obtain a sample 
before purchase to ensure you’re happy with your choice.

Grey

Sierra

Burnt Ochre

Forest Blend

Trident Paviors, Charcoal with Trident Kerbs, Charcoal

trident kerb
 linear no.  kg 
sizes (mm) metres per pack per pack colour
130 x 160 x 250 15.6 120 1345 Charcoal 
 

Charcoal

scan page

trident 
paviors
A popular block paving product with 
an attractive distressed texture, 
Trident Paviors blend sympathetically 
with the established surroundings 
of traditional properties. The variety 
of familiar sizes and rich colour 
blends can be used to create a 
truly individual look. Thoughtfully 
assembled project packs complete 
the range and coordinating kerbs 
allow a complete project. 

Trident Paviors, Burnt Ochre
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trident 
permeapave 
Trident Permeapave is a patented 
block paving system with the same 
finish and texture as the popular 
Trident Paviors. Designed to manage 
heavy rainfall with ease, the blocks 
allow rainwater to pass into a 
specially designed sub-base and then 
drain away naturally, rather than into 
hard pressed drainage systems. 

trident permeapave
colour option • Maple
sizes (mm) m2 per pack no. per pack kg per pack  
240 x 160 x 60 8.91 232 1292 
160 x 160 x 60 8.91 348 1292 
120 x 160 x 60 9.45 492 1369 

Maple

Trident Permeapave, Maple   
with Trident Kerb, Charcoal and  
Namera, Tala Sand Steps and paving

Trident Permeapave, Maple with Trident Kerb, Charcoal

video trident kerb
 linear no.  kg 
sizes (mm) metres per pack per pack colour
130 x 160 x 250 15.6 120 1345 Charcoal 
 

For a comprehensive guide to installing 
Trident Permeapave we would strongly  
advise referring to the Stonemarket 
Permeapave Technical Installation Guide, 
available by calling 0345 302 0603 or at  
www.stonemarket.co.uk

Permeable joint 
filled with 6mm 
washed aggregate

Laying course  
50mm depth of  
6mm crushed stone

Sub-base 200mm 
depth of 20mm clean 
crushed stone with 
well defined edges



avenu    colour options • Burnt Ochre • Charcoal • Forest Blend  
                                          • Grey new

sizes (mm) m² per pack no. per pack kg per pack colours
240 x 160 x 50 11.52* 300* 1296* all
160 x 160 x 50 10.75* 420* 1210* all
120 x 160 x 50 10.37* 540* 1167* all

*Subject to change. Please check with your stockist. This range is manufactured in factories across the 
UK. These images may not be representative of your local supply. Please ensure you obtain a sample 
before purchase to ensure you’re happy with your choice. 
Note the laying advice on page 145

Forest Blend

Burnt Ochre

Charcoal

Grey

Avenu, Forest Blend with Avenu Kerb, Charcoal new Avenu, Grey new with Avenu Kerb, Charcoal new

avenu
The sleek, smooth look of 
Avenu makes it an attractive 
and contemporary option in the 
Stonemarket Driveway collection. 
Available in four popular Stonemarket 
driveway colours and three familiar 
block sizes, Avenu offers maximum 
versatility and lasting good looks. 
Complete any project with the new 
Avenu kerb.
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A blend of Avenu, Charcoal and Rio Paviors, Carbon with Rio Paviors, Silver 
and Rio Driveway Edging, Silver

scan page

avenu kerb new

 linear no.  kg 
sizes (mm) metres per pack per pack colour
130 x 160 x 250 14.0 108 1199 Charcoal 
 

new colour  
new kerb



applesby antique paviors 
colour options • Burnt Ochre • Charcoal  
 
sizes (mm) m² per pack no. per pack kg per pack colours
3 size Project Pack 9.6 *310 mixed 1080 all

*Project pack contains: 140 no. 240 x 160 x 50mm, 150 no. 160 x 160 x 50mm,  
20 no. 120 x 160 x 50mm 
Note the laying advice on page 145  
This range is manufactured in factories across the UK. These images may not be representative  
of your local supply. Please ensure you obtain a sample before purchase to ensure you’re happy  
with your choice.

Burnt Ochre 

Charcoal

Applesby Antique Paviors, Burnt Ochre with Trident Kerbs, Charcoal

applesby 
antique
Applesby Antique have a unique 
worn edge profile which allows the 
block to bring an air of distinction to 
any driveway. The traditional shape 
and mix of sizes offer a superb value 
for money option.
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Applesby Antique Paviors, Charcoal
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drivegrid
Stonemarket's superior Drivegrid 
System includes a high quality, 
premium grid that holds and 
stabilises gravel driveways and 
paths, a Geotextile to help in the 
prevention of weed growth and a 
choice of natural landscaping stone.

When laid on a permeable sub base, 
the rainwater will run through the 
cells and into the ground below 
helping to reduce flood risk and 
removing the need for planning 
permission.

A choice of Cinder Black and Golden 
Blend 6-10mm landscaping stone 
makes this system perfect for any 
traditional or contemporary scheme.

drivegrid system 
 
 m² per pack kg per pack colours
Drivegrid project pack 11.76 850 + 80* Golden Blend, Cinder Black

*Project pack comes as a bulk sack of 6-10mm landscaping stone containing 850kg (nominal) and a 
palette containing 2.25m x 6m Geotextile and 108 no. 330 x 330 x 40mm black stabiliser grids

All coverages have been pre-calculated so that one bulk bag of 6-10mm landscaping stone is the 
correct amount for one pack of Drivegrid. 
Grids come pre-assembled with geotextile membrane in pack. Aggregate is optional.

It is essential that the laying advice on page 145 is followed. If in doubt contact the Stonemarket 
Technical Helpline on 0345 302 0603

scan page

Pack coverage allows 10mm of gravel 
above height of Drivegrid

Drivegrid with introduced chosen 
aggregate (or 6-10mm sharp angular 
gravel)

20mm screeded layer of 6mm clean sharp 
angular gravel

Geotextile layer

100mm layer of 20mm clean sharp 
angular gravel/stone vibrated lightly with 
a single pass, achieve your levels here

Grid, grid infill aggregates and Geotextile 
are all included in the system

Subsoil

driveways

Drivegrid, Cinder Black 6-10mm with Ampliar Roundtop Edging  
and Millstone Driveway Setts entrance slip

Cinder Black

DRY    WET

DRY    WET

Golden Blend



pavedrive plus

colour options • Apollo • Woodland

sizes (mm) m² per pack no. per pack kg per pack colours
200 x 100 x 50 9.72 486 1113 all

Note the laying advice on page 145. 

Apollo

Woodland

Pavedrive Plus, Woodland with Pavekerb, Charcoal

pavedrive 
plus
Pavedrive Plus is a premium 
development to the popular Pavedrive 
range. These blocks are the same 
familiar size but each pack contains 
a blend of colours to create a high 
end aesthetic. The straight forward 
size and laying pattern combined 
with premium colours easily achieves 
a quality finish that will allow your 
project to stand out.

scan page
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pavedrive paviors
A functional and versatile range of block paving at competitive prices, 
Pavedrive Paviors are a practical solution for transforming any area 
used by vehicles. Pavedrive Paviors are available in two thicknesses: 
50mm for standard domestic use and 60mm for heavy domestic use.

colour options • Brindle (Br) • Buff  (Bu) • Burnt Ochre (BO) • Charcoal (C)  
 • Forest Blend (FB) • Natural** • Red (R)

sizes (mm) m² per pack no. per pack kg per pack colours
200 x 100 x 50 9.76 488 1098 all
200 x 100 x 60 *- *- *- Br, Bu, BO, C, FB, R

*Subject to change. Please check with your stockist.

** Please note, Natural blocks take on the colour of the natural aggregate used. Although Stonemarket try 
to control this as much as possible by working closely with our suppliers, it cannot be fully controlled due to 
natural variation. Please always organise a sample before purchase to understand current production aesthetic 
from your local supply.

Note the laying advice on page 145. This range is manufactured in factories across the UK. These images may 
not be representative of your local supply. Please ensure you obtain a sample before purchase to ensure you’re 
happy with your choice.

Brindle

Burnt Ochre

Forest Blend

Charcoal

Red

Buff

Natural

pavekerb
The perfect finishing touch for the Stonemarket driveways collection

colour option • Charcoal • Brindle

types and sizes linear metres kg kg  
(mm) per pack per unit per pack colours 
KL HB or BN 100 x 127 x 200 25.2 - 1383 all
KL HB Internal Corner - 7 - all
KL HB External Corner - 6 - all
KL BN Internal Corner - 7 - all
KL BN External Corner - 7 - all
KL HB Radial (reversible) 7.2 - 317 all
 
KS SP or BN 100 x 127 x 125 37.8 - 1320 all
KS SP Internal Corner - 4 - all
KS SP External Corner - 4 - all
KS BN Internal Corner - 5 - all
KS BN External Corner - 4 - all
KS SP Radial (reversible) 10.8 - 324 all
 

KL HB or  
BN Straight

KL HB Internal

KL BN External

KL HB Radial

KL BN Internal

KL HB External

KS BN External

KS BN Internal KS SP or  
BN Straight

KS SP External

KS SP 
Internal

KS SP Radial  

colour options • Charcoal • Brindle • Burnt Ochre
sizes (mm) m² per pack no. per pack kg per pack colours
200 x 100 x 60 8.08 *404 1115 all
*Subject to change. This range is manufactured in factories across the UK. These images may not be 
representative of your local supply. Refer to your stockist for more details

Burnt Ochre

BrindleCharcoal

permeapave
Permeapave is a cost-effective permeable block paving system for 
domestic driveways that allows rainfall to pass directly into a specially 
designed sub-base and then drain away naturally, rather than into 
hard pressed drainage systems..

For a comprehensive guide to installing Rio Permeapave we would strongly advise referring to  
the Stonemarket Permeapave Technical Installation Guide, available by calling 0345 302 0603  
or at  www.stonemarket.co.uk

Global population growth, continued urban expansion and 
the effects of climate change are all impacting upon our 
environment.

In this country, recent severe weather events have 
highlighted the incidence of flooding, where our drains 
simply cannot cope with the amount of rainfall run off –  
a problem which is only likely to increase in the future.

The increased risk of flooding has led to changes in 
government legislation, meaning that the environmental 
consequences of creating hard landscaped areas for 
vehicle parking must be taken into consideration.

This means you will need planning permission if you are 
considering a new garden or driveway – please visit  
www.communities.gov.uk for more information.

DECREASED
FLOOD RISK

PERMEAPAVE BLOCK 
PAVING SYSTEM

OVERUSED
DRAINS

WATER RUNS O
FF.......

FLOODS

PERMEABLE
SUB BASE

SUB GRADE
DECREASED
FLOOD RISK

PERMEAPAVE BLOCK 
PAVING SYSTEM

OVERUSED
DRAINS

WATER RUNS O
FF.......

FLOODS

PERMEABLE
SUB BASE

SUB GRADE

why do we need water 
management?

Permeable joint 
filled with 6mm 
washed aggregate

Laying course  
50mm depth of  
6mm crushed stone

Sub-base 200mm 
depth of 20mm clean 
crushed stone with 
well defined edges

However, new and replacement driveways of any size are 
exempt from planning permission requirements where 
they use Sustainable Urban Drainage Systems (SuDS).

Stonemarket offer a full range of driveway products that 
require no planning permission and have a positive impact 
on the environment. See below for Permeapave, page 122 
for Rio Permeapave, page 130 for Trident Permeapave 
and page 136 for Drivegrid.

The Permeapave  
System
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all layouts to 1:50 scale

vintage stone paving    Manor, Vintage Limestone (pages 54 - 59)

One slab of each of the 5 
sizes shown covers a total 
of 1.3 square metres. 

855
x

570

570
x

570

570
x

425

570
x

285

285
x

285

2.56 x 4.56m = 11.7m2

This layout uses 
the exact quantities 
contained in our 
project packs of 
Vintage Stone 
Manor and Vintage 
Limestone. 

9 No. 855 x 570mm 
8 No. 570 x 570mm 
10 No. 570 x 425mm 
10 No. 570 x 285mm 
8 No. 285 x 285mm

855
x

570

570
x

570570 x 285

570
x

425

285
x

285

2.56 x 4.56m = 11.7m2

vintage stone paving    Raven (pages 56, 57, 59) vintage stone compass  
points (pages 54, 55, 59)

The 2.27m Vintage Stone Compass Points Feature is 
supplied as a complete 57 piece kit. Shown here with 
Vintage Stone Corner Infill Sets, 4 sets make a square 
of side 2.85m.

One slab of each of the 5 
sizes shown covers a total 
of 1.3 square metres. 

855
x

570

570
x

570

570
x

425

570 x 285285
x

285

This layout uses the exact quantities contained in our  
project packs of Trustone Torvale and Cotsdale.
9 No. 855 x 570mm 10 No. 570 x 285mm 
8 No. 570 x 570mm 8 No. 285 x 285mm 
10 No. 570 x 425mm

2.56 x 4.56m = 11.7m2

trustone paving   (pages48 - 53)

The Trustone Circle is 2.84m diameter and is available 
in Fieldland, Glenmoor and Fellstyle. Supplied as a 
complete 16 piece kit, it can be squared off using 
Trustone Corner Infill Sets and inlaid into Trustone 
paving without any cutting being required.

When laying circles always lay from the centre outwards. We advise first 
laying out dry to determine optimum spacings before fixing on mortar.

trustone circle (pages 49, 53) 

millstone NEXTpave (pages 88 - 91)

Overall dimensions  2.430m wide x  2.120m high

This repeatable random 
layout uses the following 
quantities of Millstone 
NEXTpave:
2 No. 615 x 610mm
4 No. 610 x 610mm
2 No. 610 x 305mm
4 No. 305 x 305mm

When it is repeated 3 
times it uses the exact 
quantities contained 
in our project packs of 
Millstone NEXTpave 
giving a total coverage 
of 10 m2.

610
x

610305 
x

305 915
x

610
610

x
305

marketstone circles (page 61)  
 

Marketstone Autumn Multi and Grey Multi Circles are 
2.84m diameter and are supplied as complete 37 piece 
kits.   Marketstone Sahara Multi Circle shares the same 
basic configuration but comes as a complete 25 piece 
kit and is 2.44m diameter.

This layout uses the exact quantities contained in our  
project packs of Vintage Stone Raven.
4 No. 855 x 570mm 11 No. 570 x 285mm 
13 No. 570 x 570mm 10 No. 285 x 285mm 
12 No. 570 x 425mm

design guide
millstone NEXTpave circle (page 91)

The 1.83m diameter Millstone 
NEXTpave Circle is supplied as 
a complete 20 piece kit and can 
be squared off using a Squaring-
off Kit making a 2.44m square. 
This can be inlaid into Millstone 
NEXTpave paving without any 
cutting being required.
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Preparation
Planning Suggestions
• Draw the area to be paved using graph paper.
• A scale of 1:50 will allow direct use of the  
 drawings on pages 142-143.
• Use dimensions that minimise cuts to paving. 
• Paving surface must be at least 150mm below  
 the damp course in any adjacent wall.
• Provide a gradient of 1:40 or steeper, towards  
 adequate drainage. 

Paving Installation
• This is heavy work, requiring specific skills,  
 tools and experience.
• Before starting, refer to suitable professional  
 advice, publications or websites. 
• The following advice assumes you have   
 acquired a basic knowledge of what is required,  
 including health and safety precautions.

Foundations
• These depend on ground conditions and  
 expected use. 
• For light pedestrian use on solid, even ground,  
 40mm compacted sharp sand may be adequate. 
• For less stable or wet ground, provide 100mm  
 well compacted hardcore beneath the sand.
• For domestic driveways, increase the hardcore  
 depth to 150mm. For Paviors follow the Pavior  
 Laying Guide; for Flagstones follow the section  
 headed Driveways. 

Groundworks
• Mark out the area and dig out to the required  
 total depth. 
• Tap in wooden pegs to show the levels for  
 the finished surface including the required  
 gradients.
• Infill the appropriate foundations and remove  
 the pegs before laying the paving. 
• For Rio Paving, and all Paviors, follow Pavior  
 Laying Guide. 
• For all other paving (including Rio if   
 preferred), follow Paving Flag Laying Guide.

Paving Flag Laying 
Guide
Getting Ready
• Avoid rubbing and damage to Flags by carefully  
 stacking them on timber battens with spacers  
 between them. 
• Select paving from different packs throughout  
 the job, to blend colour shades.

Laying
• Make up a slightly wet mortar mix of 1 part  
 cement to 5 parts building sand.
• A SBR or slurry backing should be pasted to  
 the rear of the slab prior to laying.
• You may also consider using an appropriate  
 plasticiser additive in the mix.   

• Prepare a full bed of mortar ahead of each Flag,  
 approximately 25mm thick, but allowing for the  
 variation in thickness between Flags. 
• Tap the Flag down to the required level, using a  
 rubber mallet. 
• If the Flag will not level with several gentle  
 taps, lift it, adjust the level of the mortar bed  
 and relay the Flag. 
• Keep checking levels and gradient across a  
 number of slabs. Stringlines can be helpful to  
 define levels and lines within the laying pattern. 
• Maintain the correct joint width by gently  
 shuffling with a trowel. Small pieces of timber  
 are useful as temporary spacers. 
• If you need to cut Flags, a power tool with a  
 suitable diamond tipped cutting disc will cut  
 accurately through our products.

After Laying
• Do not walk on the paving for at least 24 hours. 
• During wet or frosty weather, cover the paving  
 for protection until mortar has cured. 
• Then point as soon as possible. 

Pointing
•   For most paving flags Stonemarket Fast Point 

Jointing system can be used where a minimum 
10mm joint and 22mm thick paving units are 
being utilised. For thicker flags 25mm and over 
the width can be reduced to 8mm.

• If there are known permeability issues drainage  
 holes can be included to help water escape.
• Fast Point should not be used with Arctic  
 Granite or Lorento.
• Alternatively, use a damp mortar mix of 1 part  
 cement to 4 parts building sand. 
• Press firmly onto the joints to produce a dense,  
 impervious surface that will drain water across  
 the paving. 
• If mortar gets onto the faces of the Flags, clean  
 off immediately using a damp sponge frequently  
 rinsed in clean water. 
• Jointing sands and other pervious materials  
 are not recommended except where paving  
 is laid with minimal joints. Stonemarket will  
 not accept responsibility for contaminations/ 
 staining incurred from use of manufactured  
 jointing compounds.
•  Where minimal joints are recommended, these 

should be 2-5mm and an external grout should 
be considered. 

•  Where minimal joints are suggested with single 
size layouts or in courses, you could consider 
larger joints for ease of pointing and improved 
durability of the joint.

•  Butt jointing is not recommended for any of our 
products.

Driveways
Our Pavior ranges are specifically designed for high 
performance in areas used by domestic vehicles. 
However, many of our customers prefer the look 
of flagstones. Trustone (Fieldland, Glenmoor and 
Fellstyle) and Vintage Stone Manor have been 
used successfully. Extra care with the foundations 
is essential. Lay the Flags directly onto a 100mm 

 
 

thick wet concrete bed (1:5 cement: sharp sand) on 
top of 150mm well compacted hardcore. To ensure 
a solid bond from flag to mortar bed, we advise the 
use of SBR paving primer. Damage can be caused 
by heavy and four wheel drive vehicles, or by using 
power steering whilst stationery.

Specific Advice

(i) TRUSTONE, VINTAGE STONE, 
MARKETSTONE

Always lay larger face upwards. 

Correct way up

Incorrect way up

(ii) NATURAL STONES 
Coating the back of each Flag with SBR additive 

just before laying, will assist bonding.
(iii) ARCTIC GRANITE
         Occasionally small micro-fissures can be 

apparent within Arctic Granite, midnight. These 
are not a sign of weakness and cause no issues 
technically to the stone. As Arctic Granite is 
a natural material. Varying degrees of quartz 
veining many be apparent in some pieces. We 
do not recommend the use of Fast Point with 
granite products due to staining.

(iv) ARCTIC GRANITE GLACIER
      This product sometimes absorbs colour from 

Ordinary Portland Cement. We strongly 
recommend substituting White Cement in the 
mortar and adding a SBR or other bonding 
agent. Lay Arctic Granite with the textured slip 
resistant face upwards.

(v)  ARCTIC GRANITE, AVANT-GARDE
Depending on site conditions, moisture 
transparency from the bed below is a natural 
characteristic of these stones that can result in 
darkening and patchiness on installed product 
particularly on less well drained constructions. 
This can be minimised, contact Stonemarket 
Technical if further advice is required.

(vi) RIO PAVING
 Not suitable for vehicles. Can be laid as per 

above guide or on a flexible bed, as per Pavior 
Laying Guide. Do not use a vibrator on top of 
the paving. Level off with a paver’s maul when 
laying on a flexible bed.

(vii) RIO SMOOTH
 Silicon is used as spacers during transportation. 

Small dark patches may occasionally result, be 
assured this is only a temporary weathering 
condition.

(viii) TIMBERSTONE  
Post/Sleeper combination if being used as a 
retaining wall may need a retaining skin, and 
when being used as a retaining bed/planter 
always have a waterproof skin

(ix) TORVALE
 It is possible that the natural lightening 

effect may be significantly retarded with 
an appropriate proprietary treatment. We 
recommend taking advice from specialists in 

 
 

 
 

maintenance products for natural stone. In 
addition please note our coatings/sealants 
advice on page 151

(x) KNOTWOOD, GRAVITY, PALEO, FORO, 
LUCENT, FORTUNA

 Our vitrified paving ranges have specific laying 
advice that can be requested as a datasheet by 
calling Stonemarket Technical Department on 
0345 302 0603. Use of a cementitious primer is 
required when installing vitrified paving.

(xi)  NAMERA, LORENTO
 To be laid on full mortar bed. To increase 

adhesion to the mortar bed and prevent 
separation, Ultra-Scape Pro-Primer slurry 
primer, or similar flexible bonding agent 
compound, should be applied to the back of 
the flag prior to installing onto the mortar bed. 
When cutting Lorento use a power saw with 
a diamond blade.  We recommend an external 
waterproof grout with these products.

Indoor Use
For indoor use, a coating is advised to reduce 
dusting and make cleaning easier.

Use Around Swimming Pools
Advice from Stonemarket should be sought about 
suitability for use of products around swimming 
pools.

Pavior Laying Guide
To ensure you are complying with SUDs legislation correct 
drainage must be installed when anything other than 
Permeapave or Drivegrid is chosen.

For a comprehensive guide to installing Permeapave ,Rio 
Permeapave and Trident Permeapave we would strongly 
advise referring to the Stonemarket Permeapave Technical 
Installation Guide, available by calling 0345 302 0603 or at 
www.stonemarket.co.uk.

Edge Restraint
• Paviors must be surrounded by a firm edge 

restraint to stop the blocks and sand layer from 
creeping. 

• Kerbs and driveway edgings are usually best, 
but walls, decorative edgings or the paviors 
themselves can also be used as restraints. 

• Lay the restraint on a concrete bed, haunching 
kerbs or edgings in concrete and allow to cure 
and strengthen before any vibration.

• Kerbs must be installed 1/3 into the ground.

Screeding
• Screed out a layer of coarse concreting sand 

to a depth of 35mm on the excavated area and 
within the edging. 

• Compact the sand with a plate vibrator. 
• Add more sand and screed off to give a firmly 

compacted thickness of 50mm. (One tonne of 
sand covers about 8m2.)

Laying
• Start from a corner or long edge and proceed 

along one laying face. Place individual blocks 
vertically onto the sand bed according to the 
pattern. 

• It is important to mix blocks from at least 3 

packs to achieve a good blend of shades. 
• Use stringlines and adjust the width of joints to 

within 2-5mm to ensure the lines in the pattern 
remain straight.

Cutting 
• For a lot of cutting, use a mechanical block 

splitter or power cutter with an appropriate 
diamond blade. 

• When cutting the blocks it is important to 
ensure that once cut with water the block has 
been perfectly cleaned before installing.

• Avoid cutting and laying blocks less than a 
quarter of their original size. 

Vibrating
•  Using a stiff broom, brush kiln dried sand over 

the paviors to fill the joints to ensure stability 
during initial vibration.

•  Jointing sand should be introduced before initial 
vibration and a rubber facing matting on the 
vibrating plate should be used.

•  After ensuring the surface is clean, vibrate the 
paving to induce the sand in the joints.

•  Top up the joints with kiln dried sand if 
necessary. Sweep the surface and then pass 
the vibrator over the whole area several times 
to level the paviors. 

• Brush more kiln dried sand over the area to 
ensure all joints are topped up and make one 
more pass with the vibrator. The paving is then 
ready for immediate use.

Specific Advice 

(A)  BEACHSIDE SETTS, TRUSTONE PAVIORS,  
 ELEMENTAL PAVIORS, RIO PAVIORS, RIO  
 PERMEAPAVE
 We recommend using a rubber mat when 

vibrating to protect undulating surfaces. 
(B)  BEACHSIDE SETTS, TRUSTONE PAVIORS, 

ELEMENTAL PAVIORS 
 Please refer to our installation 

recommendations for laying on a flexible bed 
with spacers. For certain driveway installations 
laying on a mortar bed may be more 
appropriate. 

(C) TRIDENT PAVIORS
 Please note Trident Paviors mixed size packs 

have a slightly different finish to that of Trident 
single size packs manufactured in Scotland, and 
therefore should not be used together.

(D)  TEMPLETON , MILLSTONE & SANDSFORD 
DRIVEWAY SETTS

• It is essential that the Millstone, Templeton 
and Sandsford Driveway Setts installation 
guidelines are followed

• A soil test to check ground and permeability 
conditions should be completed prior to 
installation

•  The Millstone, Templeton and Sandsford 
Driveway Setts systems are not always suitable 
for poor ground conditions, such as heavy clay 
areas. We would recommend that you contact 
us prior to installation for further advice if 
ground conditions are not ideal

• Millstone, Templeton and Sandsford Driveway 
Setts must be installed with a solid edge 
restraint around the perimeter to retain the 

driveway
•  Millstone, Templeton and Sandsford Driveway 

Setts units must come into full contact with the 
adjoining block when laid

• Stonemarket does not recommend installing 
Millstone, Templeton or Sandsford Driveway 
Setts on a radius

• For driveways with an incline of 15˚ or 
more or that has specific installation design 
requirements, please contact Stonemarket 
Technical Advisory Service 0345 302 0603

• Millstone, Templeton and Sandsford 
Driveway Setts blocks come with a protective 
transportation seal which wears off to reveal 
the slightly, lighter true colour 

•  The correct amount of jointing compound 
is supplied with every pack of Millstone, 
Templeton and Sandsford Driveway Setts

• After installation, scratches may be visible in 
the transportation seal. This will weather as 
the seal dissipates but care should be taken to 
reduce this during installation

• For more technical information or assistance, 
please contact our Technical Advisory Team 
0345 302 0603 or visit www.stonemarket.co.uk 
where you can download full installation details

(E)  DRIVEGRID
•  A the full sub base construction diagram can be 

found on page 136.
•  In all cases use an edge restraint, this should be 

installed 5mm from the edge of your Drivegrid 
to allow for expansion. 

•  Fill with angular gravel 6 - 10mm.
•  Coverage allows for a 10mm layer of angular 

gravel spread on top of the finished cell height.
•  There is no need to compact.
(F)  PAVEDRIVE PLUS
•  Take blocks from the horizontal layer rather 

than the vertical column to ensure the correct 
colour blend.

(G)  VECTA
•  A full layer of kiln dried sand should be 

deposited before compaction any takes place 
making sure blocks are completely covered.

 Wall Building Guide 
Key points before you start
• Get professional advice if you are in any doubt, 

particularly with walls over 1.5m high and 
complex or stress carrying structures. 

• Plan the wall and draw a design; this helps with 
calculating quantities and eases installation.

• Get the right tools; spade, concrete mixer, 
trowel, spirit level, club hammer, stringline and 
pointing tool. 

A firm foundation is essential
• Walls need a concrete foundation three times 

wider than the thickness of the wall. Its depth 
should be at least 100mm with the base 300mm 
below ground level. 

• For walls over 1m high the foundation base 
depth should be one third of the height of the 
wall above ground. 

Construction
• Single skin walls 100mm thick should not be 



Terms and Conditions
We are continually making innovations and 
improving products so we reserve the right to 
vary designs and specifications without notice. 
In the unlikely event of products reaching you 
in less than satisfactory condition, please notify 
the retailer immediately. Please note that if you 
lay a product with a defect apparent prior to 
laying, then we may not accept responsibility for 
costs incurred. 
While every effort has been made to give 
sound advice, Stonemarket cannot accept 
responsibility for any loss, damage or injury 
sustained in following it. We cannot accept any 
liability if products are used for purposes other 
than those for which they were intended, or if 
damage is due to not following our advice. All 
instruction given is for guidance purposes; 
building regulations should be followed at all 
times.

Applesby, Arctic, Avant-garde, Avenu, 
Beachside, Colossus, Compass Points, Cordara, 
Cotstone, Dalestone, Dorian, Driftwood, 
Drivegrid, Elemental, Excelsior, Exilis, Fairstone, 
Fast Point, Fernshaw, Foro, Fortuna, Gravity, 
Knotwood, Lorento, Marketstone, Medley, 
Millstone, Namera, NEXTpave, Nordus, Paleo, 
Pavedrive, Pavedrive Plus, Permeapave, Rio, 
Sandsford, Scoutmoor, Stonemarket, Sundara, 
Templeton, Timberstone, Trident, Trustone 
and Vecta are all Registered Trademarks.  
Other Trademark rights are also claimed. 
Design copyright and patents are also held for 
many of the products within this publication. 
Registration numbers are available on 
request. Any infringement of such copyright 
will be vigorously pursued. No part of this 
publication may be reproduced or transmitted 
in any form without permission in writing from 
Stonemarket. Stonemarket is a trading name of 
Marshalls Mono Limited. Registered in England 
No.509579.  Registered Office: Landscape 
House, Premier Way, Lowfields Business Park, 
Elland HX5 9HT
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General Information 
Dimensions
All dimensions given are nominal and subject to 
manufacturing tolerances. The quoted sizes and 
coverage of our paving ranges, except where 
using minimal joints, are for the overall areas 
including appropriate joints, making it easier 
for you to plan a project and order the right 
quantities. For precise dimensions, measure 
several product samples at a stockist. 

Colours 
Variations in colour shade occur in all 
Stonemarket products. While the colours shown 
in this brochure are as accurate as reprographic 
processes allow, it is essential that you see 
actual materials at your local stockist before 
choosing. This is particularly important with 
natural stone products where considerable 
variation occurs. Our reconstituted stone 
products contain natural aggregates so we 
cannot guarantee that products made at different 
times will have identical shades. When using 
several packs, mix products from each pack to 
achieve a blended overall appearance. 

Dusting
Some dusting may very occasionally occur in 
some of our highly pigmented reconstituted 
stone ranges.  If transfer is causing an 
inconvenience an appropriate dustproofer may 
need to be considered.  

Efflorescence
All concrete products in their early life can 
exhibit efflorescence, which may appear as a 
white deposit and/or apparent colour fading 
and/or drip staining. The effect will always 
be more apparent on bolder, darker coloured 
products. This condition can also on occasion 
migrate through sandstone from the mortar 
bed. Efflorescence will generally diminish over 
time and will not affect long term performance. 
Stonemarket cannot accept responsibility for any 
of the above conditions 

Other Weathering
Weathering and site conditions can occasionally 
cause other variations in shade to appear. 
Differential weathering can cause patchy dark 
discolourations on the surface of individual units. 
Again this will generally diminish over time and 
will not affect long term performance. Natural 
stone may develop shaded marking, deposits or 
patches as mineral content oxidises. 
All products can develop algae and organic 
growths under certain environmental conditions 
and may require cleaning. Areas adjacent to 
borders, plant pots and trees may discolour from 
transfer of plant-life; specialist maintenance 
advice may need to be sought. It is possible 
for bird droppings and other staining agents 
to mark all paving types. Dark staining agents 
will be more apparent on light coloured paving. 
Stonemarket cannot accept responsibility for any 
of the above conditions
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higher than 500mm and need 215mm square 
piers every 3m.

•  Walls over 900mm high should be double 
skin construction, with the two coursed tied 
together with stainless steel tie irons and 
should have support pillars at least every 3m.

• All walls need provision for expansion and 
contraction about every 6m.

• Protect the top of the wall with copings and pier 
caps.

 Bricklaying, Mortar & Joints
• Use normal bricklaying techniques including 

damp proof courses where appropriate. 
• Mortar should be 1 part masonry cement to 4 

parts soft bricklayers sand. 
• Mix bricks/blocks from different packs to 

ensure a blend of shades. If using just one pack, 
select from the top down. 

•  With raised planters and retaining walls, ensure 
you incorporate weep holes for drainage.

•  Raised pools require a waterproof liner and 
a wall design that will support the weight of 
water.

Exilis Walling (pages 16-19)
•  Calculate the area of your wall in m2 (width x 

height). Make sure the wall is flat, dry, clean 
and free from dust before starting installation.

• Read the instructions for Sika 3N Primer and 
Sika EBT adhesive carefully prior to use. Ensure 
PPE (Personal Protective Equipment) is worn at 
all times when using these materials, including 
gloves and eye protection.

• Sika 3N Primer must be applied to the full 
receiving wall area and allowed to become 
touch dry prior to installation of the walling.

• Dry lay the walling in your chosen laying 
pattern before starting to adhere the panels to 
the wall. 

• Start from a level baseline. A temporary batten 
fixed to the wall is recommended. 

• Apply a thin coat of 3N Primer to the back of 
each walling panel and allow to become touch 
dry, ensuring no primer gets onto the face of 
the stone as it will stain. 

• For application of the adhesive cut the nozzle to 
60mm at a 300 angle to ensure that the correct 
bead size is achieved. Only apply the Sika EBT 
to one panel at a time. 

• Start applying the bottom course of walling to 
the wall making sure it is level and supported.

• Push panels firmly into place. It may be 
necessary to tilt/raise the previously laid panel 
to insert the panel you are installing. Slight taps 
with a rubber mallet will ensure good adhesion. 

• Both Exilis Sawn and Exilis Spliface Walling are 
installed with butt joints. Alternatively Exilis 
Sawn Walling can be installed with a 1-2mm 
joint for a more pronounced joint line.

• Panels that require cutting should be cut with a 
power cutter with an appropriate diamond blade 
ensuring all safety precautions are adhered to. 

• A coping must be applied to the top of the wall 
to prevent water ingress. Fix using a 1:3 mix of 
cement to sand. For best practice, cut a drip 
groove into the underside of the coping near 
the leading edge to prevent water running down 

the face of the product.
• Stonemarket Exilis Walling is not 

recommended for use where the product is 
permanently in contact with water.

Rio Walling (pages 80,81,83) 
• Whilst Rio Walling can be built using normal 

mortar we recommend the use of M-Fix 
walling adhesive.

Vintage Stone Walling (pages 51, 55, 
59)

•  As Vintage Stone is a natural stone product, 
block height can vary. The ends of the blocks 
are dressed at an angle.

•  Before commencing to build, blocks should be 
sorted to enable blocks of similar height to be 
laid in a uniform manner.

Carluke Walling (page 95)
•  Each block is faced / dressed on a minimum 

of one face and one end as a minimum.
• After the wall is built and the mortar has set 

firm, clean the blocks with a hose to reveal the 
full colour.

Artificial Grass 
Installation Guide
Preparation
• Prepare the area by digging out the existing 

lawn and top soil to a depth of 100mm.
• Edge the area using a tanalised timber 

frame and secure with timber batons or 
use a decorative concrete edging block/ 
restraint with an internal concrete haunch of 
approximately 100mm.

• Lay a geotextile membrane to protect the sub 
base.

• Cover the area with a well graded MOT Type 
1 and compact to a depth of 70-75mm. 

• Use sharp sand or granite dust for the 
bedding layer to a depth of 20mm. Screed 
the bedding material until it is level with the 
timber frame or concrete platform.

• Cover the area with weed membrane, trim any 
waste where required and pin to the edges.

Cutting
• Roll out the artificial grass onto the levelled 

area, ensuring the pile is facing towards the 
house or main viewpoint. The pile should be 
dark green in colour.

• Allow 5cm of extra grass on all sides – this will 
give you enough material to ensure a perfect 
edge.

• Once positioned, trim the grass using a sharp 
knife. It is recommended to cut through the 
latex backing and not the grass itself. Ensure 
you run your knife neatly next to the stitch 
lines, avoiding cutting into the stitches.

• Secure the grass to the timber frame using 
pan head screws approximately every 150-
200mm. If using a concrete platform glue the 
grass to the edging block.

• Infill the grass using silica sand (approx. 5KG/
m2) and a stiff or mechanical brush.

Laying
• Remove 2-5 rows of stitches from both 

individual pieces of grass, remembering to cut 
through the latex backing and not the grass 
itself.

• Position the first roll of turf loosely over the 
prepared sub base.

• Position the second roll so both are abutting 
ensuring the pile runs in the same direction.

• Carefully move the rolls into position until the 
joint is no longer visible (be careful not to trap 
any filaments between the seam).

• Fold the edges back and lay Joining Tape along 
the joint. The tape should be installed with 
the shiny side down and the grass joint on the 
coarse side of the tape.

• Use a cartridge gun to apply glue in an even 
zig-zag fashion, ensuring each roll of grass has 
at least 5cm of adhesive in contact with the 
tape, away from the centre of the joint.

• Fold the grass back and press down on the 
tape to spread the adhesive, take care not to 
trap any filaments between the two rolls. It is 
possible to make slight tweaks at this point by 
lightly pulling at the grass edges and smoothing 
down until it is no longer visible.

• Leave the grass to settle and cure for 1-2 hours 
before subjecting to foot traffic.

Health & Safety
Mixing Mortar
Dry or damp cement and wet concrete or mortar 
can cause irritation and burns to the eyes and skin. 
Suitable eye protection and PVC gloves should 
be worn. If contact with the eyes or skin occurs, 
irrigate or wash off with plenty of water. If irritation 
or burning persists, seek immediate medical 
attention.

Cutting 
Using high speed cutters on concrete and stone 
products produces dust and water suppression 
must be used. If dust is inhaled in excessive 
amounts over a long period this may cause long-
term health problems. Suitable safety goggles and 
a dust mask should be worn.

Manual Handling
Most of our products are abrasive and heavy, some 
are very heavy. Appropriate handling precautions 
include wearing protective gloves and footwear 
and obtaining mechanical assistance when moving 
items weighing over 20kg.

Safety Data Sheets
Available by calling 0345 302 0603.  
www.stonemarket.co.uk/healthandsafety

Maintenance
•  Keep pavior joints well filled with kiln dried 

sand.
• Pressure washers and chemical cleaners are 

not recommended on any of our products 
particularly reconstituted stone, natural 
limestone and Arctic Granite Midnight. 

• Many common patio cleaners and brick 
acids are hydrochloric acid based and are 
not appropriate on most of our products 
including sandstone. 

• To clean, wet thoroughly with lukewarm 
soapy water and use a stiff hard broom. 

• Never use common salt to de-ice 
reconstituted stone or limestone. 
Alternative products are available, specially 
formulated for this purpose.

• Light coloured natural stone and concrete 
blocks, whilst structurally sound for use on 
driveways, may emphasize tyre marks and 
oil spills on the driveway and may require 
more maintenance to maintain appearance.

Coatings/Sealants 
If a coating or sealant is used make sure paving 
is completely dry and free of efflorescence 
before applying. Responsibility for the 
performance of any coating rests with the user 
and the manufacturer of the coating. Always 
read the instructions carefully and first test a 
small area for colour and slip resistance, wet and 
dry. For further advice refer to our sales office. 
WE DO NOT USUALLY RECOMMEND THE 
USE OF COATINGS AND SEALANTS.



COUNTRY EARTH
STONEMARKET AUSTRALIAN DISTRIBUTOR

Country Earth Main Display
Stand 273, Homebase

55 Salvado Rd
Subiaco WA 6008

Phone: 0407 384 149
Email: john@countryearth.com

© Copyright Stonemarket 2022


	CE BROCHURE COVER 1.pdf
	CE BROCHURE COVER 2-3.pdf
	Country-Earth-Stonemarket-Brochure-2022.pdf
	CE BROCHURE COVER 4.pdf



